PG Job Risk Assessment
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	Name(s) of “Sample” Risk Team Members:

	Point Value →

Parameter ↓
	1
	2
	3
	4
	5

	Name(s) of Specific Application Risk Team Members: 

R. Backofen, K. Hester, T. Walsh, F. Horn, N. Jackson
	
	
	
	
	
	

	Job Title:   Operating heavy duty wire stitchers
Job Number or Job Identifier:  PG_STITCH
	Frequency

(B)
	<once/year
	<once/month
	<once/week
	<once/shift
	>once/shift

	Job Description:  Setup, operation and maintenance of wire stitchers in Production Services.

	Severity

(C)
	First Aid Only
	Medical Treatment


	Lost Time
	Partial Disability
	Death or Permanent Disability

	Training Procedures List (Optional):  
Applicable Standard Operating Procedures:


	Likelihood

(D)
	Very Unlikely
	Unlikely
	Possible
	Probable
	Multiple

	Approved by: R. Backofen Date:
9/11/06
Rev. #: 1
(signature on file in building 197B room 1-101)
	
	
	
	
	
	

	Stressors (if applicable, please list all)


	Reason for Revision (if applicable):  


	Comments:  


	
	
	
	Before Additional Controls
	
	After Additional

Controls
	

	Activity
	Hazard
	Control(s)
	Stressor


	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	Control(s) Added to Reduce Risk
	Stressors
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	% Risk Reduction

	Setup of equipment, including threading of wire, and adjustment
	Pinch from stitcher head. Puncture from wire
	Covered foot pedal, stitcher head shield, lighted power switch
	N
	1
	4
	2.5
	2
	20
	
	
	
	
	
	
	
	

	Operation of equipment, including loading and unloading of working  material
	Pinch from stitcher head. Puncture from wire
	Covered foot pedal, stitcher head shield, lighted power switch
	N
	1
	4
	2.5
	2
	20
	
	
	
	
	
	
	
	

	
	Strain from loading stapled stock onto counter.
	Paper handling JRA PG_JRA_PAPER
	N
	1
	4
	1
	2
	8
	Consider moving most frequently used stitcher to another location with closer access to counter
	
	
	
	
	
	
	

	Equipment maintenance
	Pinch from stitcher head. Puncture from wire
	Covered foot pedal, stitcher head shield, lighted power switch
	N
	1
	2
	2.5
	2
	10
	
	
	
	
	
	
	
	


	*Risk:
	0 to 20
	21 to 40
	41-60
	61 to 80
	81 or greater

	
	Negligible
	Acceptable
	Moderate
	Substantial
	Intolerable
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