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	Operation Description:  [image: image2.jpg]


  Minute quantities of Isopropanol (4 ml per month) are mixed with ambient air in the Portacount® Fit Test Apparatus to create an alcohol coating on ambient dust particles.  These enhanced particles can then be detected by the meter.  The exhaust from the meter is vented into the fit test room.  



	Frequency of Operation: 2-8 times per week; <50 ml of Isopropanol per year.



	Environmental impact:

This generation has negligible environmental consequences.    The concentration of Isopropanol in the room is below any level of  detection and is not hazardous.  No controls are in place or are required.  The fit test procedure is documented in IHG SOP IH72350.



	Waste Disposal:  
· No waste is generated.  All Isopropanol is used in the processes.  There is no expiration date on the Isopropanol, and none has needed to be disposed of historically.  Use keeps pace with purchasing. 

	Qualitative Environmental Impact Risk Assessment:  Of CMS actions

 FORMCHECKBOX 
 Negligible     FORMCHECKBOX 
Acceptable     FORMCHECKBOX 
Moderate     FORMCHECKBOX 
Substantial     FORMCHECKBOX 
Intolerable



	OSH Job Risk Assessment: SHSD-JRA-12

	Revision History: 

Rev1: Converted from old IH50900 Attachment 9.1 format. No content change.

















