SHSD Job Risk Assessment

This OHSAS document was printed on 2/27/2008 and may no longer represent the current revision.  Check for the current revision before using.

The revision can be verified on the SHSD OHSAS Web page:  http://www.bnl.gov/esh/shsd/OHSAS/OSH_SHSD_JRA_FRA.asp

	Job Number:  SHSD- JRA- 02 
Job Title:    Exhaust Ventilation Surveillance Testing 
	Point Value →

Parameter ↓
	1
	2
	3
	4
	5

	Name(s) of Specific Application Risk Team Members: 

C. Weilandics, D. Robbins, R. Selvey
	Frequency

(B)
	<once/year
	<once/month
	<once/week
	<once/shift
	>once/shift

	Job Description:  Exhaust ventilation testing including Air Current Indicator Tubes, SF6 Tracer Gas, velometers, anemometers, etc.
	Severity

(C)
	First Aid Only
	Medical Treatment


	Lost Time
	Partial Disability
	Death or Permanent Disability

	Training Procedures List (Optional):  
Applicable Standard Operating Procedures: IH62400, IH62410, IH62470, IH62480, IH62640, IH62680 
	Likelihood

(D)
	Very Unlikely
	Unlikely
	Possible
	Probable
	Multiple

	Approved by:
R. Selvey, ESH Directorate OSH Rep
Date:
02/27/08
Rev. #: 1
	
	
	
	
	
	

	Stressors (if applicable, please list all)  Lighting; walking surface conditions; outdoor weather conditions
	Reason for Revision (if applicable):  Scheduled Periodic Review
	Comments:  


	
	
	Without Controls
	Before Additional Controls
	After Additional Controls
	

	Activity
	Hazard
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	Control(s)
	Stressor
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	Control(s) Added to Reduce Risk
	Stressors
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	% Risk Reduction

	Loading equipment into and out of the transportation vehicle


	ergonomics- lifting injury, slips, trips, falls 
	1
	2
	3
	2
	12
	Equipment is not heavy equipment, boxes have handles for lifting   
	N
	1
	2
	3
	2
	12
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	Y
	1
	2
	3
	3
	18
	
	
	
	
	
	
	
	

	Driving to and from the test site 
	Gas cylinder- SF6 damage and leakage
	1
	1
	2
	3
	6
	SF6 cylinder is very low in volume and is not capable of creating an ODH in an automobile/van interior
	N
	1
	1
	2
	3
	6
	
	
	
	
	
	
	
	

	
	Automobile accident- impact injury
	-
	-
	-
	-
	-
	See driving JRA for site.  SHSD has no additional risk in our operation.  All cylinders are delivered to test site or house air is used.
	-
	-
	-
	-
	-
	-
	
	
	
	
	
	
	
	

	Operation of the test meter
	none
	1
	2
	1
	1
	2
	no controls needed for test apparatus, battery operated, no moving parts
	N
	1
	2
	1
	1
	2
	
	
	
	
	
	
	
	

	Operation of ventilation system 
	Radiological & chemical residues in and on duct work
	1
	2
	2
	3
	12
	RWP used in contamination areas, gloves/booties when required
	N
	1
	2
	2
	2
	8
	
	
	
	
	
	
	
	

	
	noise
	1
	2
	2
	4
	16
	PPE is used when area is posted
	N
	1
	2
	2
	2
	12
	
	
	
	
	
	
	
	

	Hazards of the testing area; Work in areas with contamination issues
	insect sting- hornet, wasp, bees
	1
	2
	2
	4
	16
	no controls in place now, tester leaves areas if insects encountered
	N
	1
	2
	2
	4
	16
	
	
	
	
	
	
	
	

	
	environmental factors- heat stress, high winds, snow/ice
	1
	2
	3
	4
	24
	test scheduled when conditions satisfactory & postponed is weather bad, no testing if heat stress alert issued
	Y
	1
	2
	2
	2
	8
	
	
	
	
	
	
	
	

	
	Radiological & chemical residues in and on duct work
	1
	2
	2
	3
	12
	RWP used in contamination areas, gloves/booties when required
	N
	1
	2
	2
	2
	8
	
	
	
	
	
	
	
	

	Accessing and working on the roofs and sample locations
	Elevated work- Fall from elevated surface
	1
	2
	5
	3
	30
	Step ladder is used for access in some cases, mechanical lift devices are available for some exhaust stack tests, articulating probes on the meters allow up to 3’ reach
	Y
	1
	2
	5
	2
	20
	
	
	
	
	
	
	
	


	Further Description of Controls Added to Reduce Risk:  


	Lesson Learned from this Risk Assessment:  none


	Revision History:  Rev 1 Removed reference to Flying Insect Spray as an additional control.  The spray has been removed from service by SHSD personnel to comply with Pesticide Applicator rules. 


	*Risk:
	0 to 20
	21 to 40
	41-60
	61 to 80
	81 or greater

	
	Negligible
	Acceptable
	Moderate
	Substantial
	Intolerable
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