SHSD Job Risk Assessment 
This OHSAS document was printed on 5/6/2008 and may no longer represent the current revision.  Check for the current revision before using.

The revision can be verified on the SHSD OHSAS Web page:  http://www.bnl.gov/esh/shsd/OHSAS/OSH_SHSD_JRA_FRA.asp

	Job Number:  SHSD- JRA-17
Job Title:        Surface Monitoring with XRF 
	Point Value →

Parameter ↓
	1
	2
	3
	4
	5

	Job Description:  Taking monitoring equipment to the field for assessing the presence and concentration of toxic metals on surfaces using a XRF meter.
	Frequency

(B)
	<once/
year
	<once/
month
	<once/
week
	<once/
shift
	>once
/shift

	Name(s) of Risk Team Members: B. Heneveld; M. Rankine; A. Meier; J. Peters; D. Hanley; W. Litzke; N. Bernholc; R. Selvey
	Severity

(C)
	First Aid Only
	Medical Treatment
	Lost Time
	Partial Disability
	Death or Permanent Disability

	Training Procedures List (Optional):  IH SOP Qualification on Standard Operating Procedures IH103900 and IH103910
	Likelihood

(D)
	Very Unlikely
	Unlikely
	Possible
	Probable
	Multiple

	Approved by: R. Selvey  ESH Dir OSH Mgmt Rep/ SHSD OSH POC           Final     Date:   05/06/08 
Rev.# 0
	
	
	
	
	
	

	Stressors (if applicable, please list all

none
	Reason for Revision (if applicable):  

n/a
	Comments:  

none


	
	
	Without Controls
	
	Before Additional 
Controls
	
	After Additional

Controls
	

	Job Step / Task
	Hazard
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	Control(s)
	Stressors Y/N
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	Control(s) Added to Reduce Risk
	Stressors Y/N
	# of People A
	Frequency B
	Severity C
	Likelihood D
	Risk* AxBxCxD
	% Risk Reduction

	All the Steps/Tasks of IH Sampling described in SHSD-JRA-05 apply.
	All Hazards of IH Sampling described in SHSD-JRA-05 apply.
	-
	-
	-
	-
	-
	All Controls for IH Sampling described in SHSD-JRA-05 apply.
	-
	-
	-
	-
	-
	-
	
	
	
	
	
	
	
	

	Loading Equipment into vehicles and using the XRF meter  
	ergo strains 
	1
	3
	2
	3
	18
	[In addition to SHSD-JRA-05]. Handle on case,; weight of meter is 3.5 lbs. and with case the total weight is 19 lbs;  Hand strap on meter. 
	N
	1
	3
	2
	2
	12
	
	
	
	
	
	
	
	

	Taking samples with the XRF meter
	Rad Generating Device -exposure to ionizing radiation from the meter source
	2
	2
	5
	5
	100
	Interlock on meter to prevent shutter opening unless on surface.  IH Qualification on IH103900 and IH103910 that covers radiation hazard.  RDG controlled access to meter.
	N
	1
	2
	1
	1
	2
	
	
	
	
	
	
	
	


	*Risk:
	0 to 20
	21 to 40
	41-60
	61 to 80
	81 or greater

	
	Negligible
	Acceptable
	Moderate
	Substantial
	Intolerable


	Further Description of Controls Added to Reduce Risk:  none for this JRA


	Lessons Learned, Improvements, Positive Feedback: none
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