Area of Concerns Related to Ignition of Combustibles and Guidance on Fire Watch Locations
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FIGURE A5.5.1 Fire Watch Decision Tree.
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1(1) Figure 4.5.5.1(1)(a) and Figure 4.5.5.1(1)(b) demonstrate the hot work 35 Foot Rule.

2 1f possivle,
posiion operator
fo redirect spatter
during work,or

Sauivale

dd an addiional

81 st 3 Rolocato combustble strage

or separato wih approved
bariers (seal area below.

idors) o cover wih approved
welding pads, biankes, curais,
or froresistve tarpa

 Posiion fre watoh wi st

o fre exinguishers o protect potental hazard area and equlp
e watch with means for emergency communications.

FIGURE A55.1(1)(a) The 35 Foot Rule Mustrated.

1 Applcation of 35 Foot Rula Invobing
elovatod work—addiional safoguards wil
appy.Close doors.seal flor openings, post
‘copy of parmit, shut down conveyers, and

| prevent general access. Consider whothr

areas can be tented to contain spatte. PAI
wil dotermine how many addiional firo
watchers willbe required.





[image: image3.jpg]([ Ele Edt Search Advanced Tooks Help

ome [[sesm| | Go| Nestmt | prevousnt| mtist |

Quick Tips © AllCodes & Current Cade Advanced Search | _LinkBack | NFCIndex |

5 NFPABSTE 4]

Chapter 1

Index

Chapter 2
Chapter 3
Chapter 4
Chapter 5

Chapter 6  Posiion fre watoh wi st
Chapter 7 e watch with means for emergency communications.

[nnexA E;
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6.The PAI can extend the 35 Foot Rule as necessary (6. because of wind o elevation).

FIGURE A 55.1(1)(b) Example of Where Multiple Fire Watches Are Needed.

3 An additional fire watch(es) might be necessary in certain sivations, such as where hot work is performed near open
shas or at elevated heights or where sparks can travel through spaces such as openings.
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