Table 3.3.1-1

Results from Temporary Well
Building 650 and Sump Outfall

2013 BNL Groundwater Status Report

Sample
Site ID Date Analyte Value | Detlim | Error | Units Depth Qualifier
AOC-6-GP-23 12/16/2013 Strontium-90 -0.0015| 0.586 | 0.305 | PCI/L 42 U
AOC-6-GP-23 12/16/2013 Strontium-90 0.374 | 0.613 | 0.373 | PCIL 46 U
AOC-6-GP-23 12/16/2013 Strontium-90 0.0345 | 0.652 | 0.351 | PCIL 50 U
AOC-6-GP-23 12/16/2013 Strontium-90 0.0575 | 0591 [ 0.309 | PCIL 54 U
AOC-6-GP-23 12/16/2013 Strontium-90 -0.0868 | 0.597 | 0.297 | PCI/L 58 U
AOC-6-GP-23 12/16/2013 Strontium-90 022 | 0554 | 032 | PCIL 62 U
AOC-6-GP-23 12/16/2013 Strontium-90 0.397 | 0582 | 0.359 | PCIL 66 U
AOC-6-GP-23 12/16/2013 Strontium-90 0.167 | 0564 | 0.316 | PCIL 70 U
AOC-6-GP-23 12/16/2013 Strontium-90 0.162 | 0585 | 0.329 | PCIL 74 U
AOC-6-GP-23 12/16/2013 Strontium-90 0538 [ 0.77 | 0482 | PCIL 78 U
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