Measurements of the Betatron Functions and Phases in RHIC

D. Trbojevic, J. Kewisch, S. Peggs, T. Satogata, S. Tepikian, BNL,
G. Goddere, FNAL

June 1998

RHIC Project

Brookhaven National Laboratory
Operated by
Brookhaven Science Associates
Upton, NY 11973

Under Contract with the United States Department of Energy
Contract Number DE-AC02-98CH10886
DISCLAIMER

This report was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor any agency thereof, nor any of their employees, nor any of their contractors, subcontractors or their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or any third party's use or the results of such use of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof or its contractors or subcontractors. The views and opinions of authors express herein do not necessarily state to reflect those of the United States Government or any agency thereof.
Measurements of the Betatron Functions and Phases in RHIC


Abstract

The Relativistic Heavy Ion Collider (RHIC) consists of two rings with six fold symmetry. The six interaction regions (IR)s are connected with twelve FODO cells. RHIC quadrupoles in the interaction regions have independent tuning capability. The betatron functions will be measured by a three methods. First, tunable IR quadrupoles will be adjusted to measure betatron functions at those locations through the change in tune. Second, sinusoidal coherent dipole oscillations will be used to measure the betatron phases and functions (as performed in LEP). Third, a correction dipole kick technique will be used (as at Fermilab). Special attention will be given to the “betatron squeeze” procedure by which the two large experiments PHENIX and STAR will achieve minimum betatron functions between 1 and 2 m.¹

1 INTRODUCTION

This is a report about preparations for betatron and phase function measurements by different techniques in the Relativistic Heavy Ion Collider (RHIC). The RHIC commissioning is beginning in the first quarter of 1999. We will describe previously used methods as well as the hardware and software requirements necessary to successfully perform the measurements.

RHIC consists of two identical six fold symmetric rings which will provide collisions of protons and identical or different heavy ion species (typically fully stripped gold) up to the energies of 100 GeV/nucleon at six interaction regions. At two interaction regions (IR)s fully stripped gold ion bunches of the two beams will collide at two focusing points with $\beta^* \sim 1 - 2m$. This will allow average luminosities of $L \sim 2 \cdot 10^{36} 1/s \cdot cm^2$. The RHIC lattice is made of six arcs with twelve standard $90^\circ$ FODO cells between the IRs. The IRs are made of almost the same FODO cells with missing dipoles, to allow for zero dispersion at collision points. The IR tunable FODO cells also allow matching of the betatron functions between the high focusing triplet and the arc FODO cells. The expected values of the lattice functions in RHIC are presented in Table 1.

<table>
<thead>
<tr>
<th>Region</th>
<th>$\beta_x$</th>
<th>$\beta_y$</th>
<th>$D_x$</th>
</tr>
</thead>
<tbody>
<tr>
<td>Triplets</td>
<td>1354</td>
<td>1336</td>
<td>0.585</td>
</tr>
<tr>
<td>Arcs</td>
<td>47</td>
<td>48</td>
<td>1.89</td>
</tr>
</tbody>
</table>

¹Work performed under the auspices of the U.S. Department of Energy

The maximum values of the betatron functions are within the strong focusing triplet quadrupoles around the two low $\beta$ IRs while the other values are presented within the arc FODO cells. The beam positions around the ring will be measured with a total of 334 beam position monitors (BPMs) per one ring. Almost half of the BPMs (total of 160) are dual plane monitors. Each BPM is capable of measuring and recording the turn by turn positions of the center of the beams. The transverse positions of the BPMs relative to the superconducting quadrupoles, are determined by a special “antenna”. A precise relationship between the BPM position and the quadrupole center is determined by surveying the antenna at three different offsets the BPM and recording both its position with respect to the quadrupole center, and the response signal from the BPM plates. The quadrupole center positions were determined and recorded at the same time [1]. The BPM positions with respect to the center of the quadrupoles are electronically transferred to a SYBASE database. A betatron tune measurement will be performed by measuring the response due to a single fast dipole kick in one of transverse plane. The maximum value of the kick to the gold ion beam, at the top energy 100 GeV/nucleon is $\sim 0.6\mu rad$, providing a beam center offset of $\sim 24\mu m$ at a BPM with $\beta \sim 50m$.

2 BETA FUNCTION MEASUREMENTS USING SINGLE QUADRUPOLES

There are ten quadrupoles on each side of each collision point with adjustable strength as presented in Figure 1. Some of the quadrupoles have an additional trim quadrupole with a separate power supply, while others have a shunt power supply in addition to one of two main
quadrupole buss circuits. The betatron functions at each adjustable quadrupole are determined by measuring the tune shift [2] due to a change of strength $I_k$:

$$\Delta \nu \simeq \frac{1}{4\pi} \int \beta(s) \Delta k ds,$$  

$$\beta_Q \simeq \frac{4\pi \Delta \nu}{I \Delta k},$$  

where $\beta_Q$ is the average function of the beta function at the quadrupole. The tune shift will be measured by a betatron tune measurement system described above. This will allow betatron functions measurements at every quadrupole within the interaction region.

### 3 BETA FUNCTION AND PHASE MEASUREMENTS BY THE COHERENT BETATRON RESONANCE EXCITATION

Coherent betatron oscillations do not induce the emittance growth if they are adiabatically introduced at a tune outside the incoherent spectrum [3]. The closed orbit of a beam disturbed by a single constant dipole kick $\theta_c$ is [2]:

$$x = \frac{\theta_x e}{2 \sin(\pi \nu c)} \sqrt{\beta_x(s) \beta_x(c)} \cos(\Delta \psi(s) - \pi \nu c),$$

where $|\Delta \psi(s)|$ is absolute value of the betatron phase difference between the dipole kick position and the point $s$ of observation. The betatron function and phase at the position of the dipole kick $c$ are $\beta_x(c)$ (in the vertical plane $\beta_y(c)$), while at the point of observation $s$ the betatron functions are $\beta_{x,y}(s)$ and $\phi_{x,y}(s)$. The dipole kick in the horizontal plane is proportional to the integrated dipole field $\theta_x e = B_y e \ell / B p$, where $\ell$ is the dipole length, $B_y e$ is the vertical magnetic field, and $B p$ is the magnetic rigidity. The dipole field is horizontal $B_x e$ for the vertical transverse plane excitation. Coherent betatron oscillations occur when the dipole field perturbation oscillates [3] with a tune $\nu_m$:

$$B_y e = B_M \cos(2\pi \nu_m t),$$

while the fixed point distance $X_{coh}(or Y_{coh})$ in the rotating frame is [3]:

$$2\pi \delta X_{coh} = \frac{1}{2} \beta M \ell / B p,$$

From the relationship between the transverse beam size during coherent particle oscillations, called the “measured” beam size [3], with the previous undisturbed beam size $\sigma$, the magnitude of the integrated field in RHIC, was estimated to be $B_M \ell = 0.030 \text{fT}m$ (or $300 \text{Gm}$).

When the coherent oscillations of the beam are established, the BPMs around the RHIC will record the signals on each turn. This is going to be synchronous with the coherent dipole excitation because they are self triggered by the beam arrival. The phases at each BPM are obtained by the Fourier analysis of at least 1024 turns. As described in detail by the “Phase and betatron measurements in LEP” [4], these signals provide very accurate information on the phases between any two monitors $\Delta \phi_{\ell+1} = \phi_{k+1} - \phi_k$. The signals of the BPM positions and phases from the three BPMs are enough to obtain all three betatron functions $\beta$, $\nu$ and $\delta$ by using a transfer matrices $A$, $B$, $C$ between them:

$$-A > \quad -B > \quad -C >$$

$$B P M_1 \quad - \quad B P M_2 \quad - \quad B P M_3$$

and from a connection between the design transfer matrices and the measured BPM positions at each monitor [4]:

$$\beta_{meas} = \frac{a_1 c_1}{b_1} \left( \cot \phi_{12}^{meas} - \cot \phi_{12}^{meas} \right)$$

where the $a_{12}$, $c_{13}$ and $b_{12}$ are the transfer matrix elements from the design lattice. More detail about this derivation is presented in [4]. The other betatron functions are determined by the same procedure [4].

### 4 BETA FUNCTION MEASUREMENTS USING THE CORRECTION DIPOLE MAGNETS

If the betatron functions are known at two dipole correctors the betatron functions and phases $\beta$ and $\phi$ at every BPM can be found [5]. A closed orbit is perturbed by a corrector dipole by a kick $\theta$. A value of the kick is known from a dipole current excitation and the transfer function of the specific corrector. The transfer functions - defined as a relationship between the integral dipole field $\int B ds = B \ell$ to the current excitation - of the RHIC correction dipoles were measured with a precision of $\sim 10^{-4}$. Two closed orbits due to two separate perturbations by the two correctors, make two beam positions at each BPM. The two simultaneous equations of the beam offsets at each BPM have two
unknowns: $\beta$ and $\delta \phi$ (shift of the BPM phase with respect to the design value $\phi_{BPM}$) [5]:

$$\frac{2\sin(\pi \nu)}{\theta_{C1} \sqrt{\beta C1}} x_1 = \sqrt{\beta} \cos(\theta_{C1} + \delta \phi)$$  \hspace{1cm} (12)

$$\frac{2\sin(\pi \nu)}{\theta_{C2} \sqrt{\beta C2}} x_2 = \sqrt{\beta} \cos(\theta_{C1} - \delta \phi),$$  \hspace{1cm} (13)

where:

$$\theta_1 = \pi \nu + \phi_{C1} - \phi_{BPM},$$  \hspace{1cm} (14)

$$\theta_2 = \phi_{BPM} - \phi_{C2} - \pi \nu,$$  \hspace{1cm} (15)

where $x_1$ and $x_2$ are the BPM measurements at the two correctors excitations. This idea can be expanded to many successive corrector excitations followed by a series of BPM measurements. The recorded values of the BPM positions around the ring, due to each specific corrector excitation, can be used to calculate the betatron functions and phases around the two RHIC rings by an iterative procedure. The starting values of the phases and betatron functions during the iterations are the design values.

### 4.1 Results from the Beta Function Measurements in the Fermilab TEVATRON

A global betatron function measurements were performed during the commissioning in 1995 of the upgraded Low Beta inserts in the Tevatron. To improve the procession of the measurement, the correction dipole was ramped providing a position change in the BPM versus the corrector strength. This data was analyzed to give the maximum position change and the error. The position error in the BPM system was estimated to be $x, y_{BCO} \sim 60 \mu m$ and the maximum displacement due to the corrector dipole excitation was $\Delta x, y \sim 5 cm$. This allowed measurements of the betatron functions at all BPMs with a random error of approximately 3%. A measurement comparison with the design values showed a a 10% systematic error in the BPMs/correction dipole. The first observation in the measurement result was a large betatron phase error at each BPM with respect to the expected value. The measured data were then fitted to the design values with an assumption of 0.3% quadrupole gradient errors within the low beta triplet. An error of 80% in the $\delta \beta/\beta$ wave in both the horizontal and vertical planes was observed. The $\beta$ wave was removed by the gradient adjustment within the triplet quadrupoles. After the correction a betatron function error was $\delta \beta/\beta \leq 10\%$ which corresponds to the estimated systematic measurement error.

This method can be also be used to measure the quadrupole skew errors around the machine. In the TEVATRON a location of the skew quadrupole error of $\sim 2 mrad$ had been determined.

### 5 CONCLUSIONS

This report shows a part in preparation for the RHIC commissioning and operation. We showed three methods of the betatron function measurements planned to be used in RHIC. The single quadrupole excitation at the IRs will allow us to measure the betatron functions at each quadrupole within the IRs. Coherent dipole excitations will allow the phase and betatron function measurements of both rings within few seconds. This application will be possible when the hardware is built and installed. The third method of measuring the betatron functions at the BPMs by the correction dipole excitations will be possible to explore even during the commissioning period and experience from the TEVATRON measurements are very encouraging.

### 6 REFERENCES


