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Attachment B

Beamline Enclosures ODH Monitoring and Alarm System Certification

Enctosure 
,laD A

Pre-test Conditíons

The following have been notified that the test will be performed:

. Beamline Staff at the testing location

. Beamline Staff at the adjacent beamlines

. Control Room

. Appropriate FLOCO

Monitor Display indicating 20.4yo -2l.4yo oxygen

Yes ft No fl

Yes Ef No E

Test Conditions with Challenge Gas

Monitor display indicating less than l8olo oxygen

Audible and visual alarm activated inside enclosure

Audible and visual alarm activated outside enclosure at each entrance

Communication with Control Room readily available or automated

Return to Normal Operation

Monitor Display indicating 20.4% - 2l .4yooxygcn

Audible and visual alarm deactivated inside enclosure

Audible and visual alarm deactivated outside enclosure at each entrance

Painter's tape (or equivalent) removed from the diffirsion ports

Note: Signatures below indicate that the test has been completed.
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Test Reasonr Pf q.r< À I v1lo *vvì u . Test Result: DÊPassed a Failed

Test Date: lo /3o I ti Start Time: Z :S 6 FinishTime:7t(O
Tester: Rr,ctt¡, Hene\røtJ /l
Tester SigîaíLre: /2A.4-r l#--t"---Jh Assistant Signature

TechnicalAuthority: $4oø*' L(r.nr" Technical Authority
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Enctosure Ll 7A C-

Pre-test Conditions

The following have been notified that the test will be performed:

. Beamline Staff at the testing location

. Beamline Staff at the adjacent beamlines

. Control Room

. Appropriate FLOCO

Monitor Display indicating 20.4% - 2l A% oxygen

Yes ã, No D

Yes[L No E

Test Conditions with Challenge Gas

Monitor display indicating less than l87o oxygen

Audible and visual alarm activated inside enclosure

Audible and visual alarm activated outside enclosure at each entrance

Communication with Control Room readily available or automated

Return to Normal Operation

Monitor Display indicating 20.4% - 21.4% oxygen

Audible and visual alarm deactivated inside enclosure

Audible and visual alarm deactivated outside enclosure at each entrance

Painter's tape (or equivalent) removed from the diffusion ports

Note: Signatures below indicate that the test has been completed.
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Enctosure Ll TO D

Prelest Conditions

The following have been notified that the test will be performed

. Beamline Staff at the testing location

. Beamline Staff at the adjacent beamlines

. Control Room

. Appropriate FLOCO

Monitor Disp lay indicating 20.4% - 2 1 .4% oxygen

Yes![ No E

Yes( No E

Test Conditions with Challenge Gas

Monitor display indicating less than l8% oxygen

Audible and visual alarm activated inside enclosure

Audible and visual alarm activated outside enclosure at each entrance

Communication with Control Room readily available or automated

Return to Normal Operation

Monitor Display indicating 20.4% - 21.4% oxygen

Audible and visual alarm deactivated inside ençlosure

Audible and visual alarm deactivated outside enclosure at each entrance

Painter's tape (or equivalent) removed from the diffusion ports

Note: Signatures below indicate that the test has been completed.

END

B1

Yes E
Yes É

Yes E[

Yes DQ

NoE

NoE

NoD

NoE

Yes B
Yes E[

Yes EI

Yes Ef

NoE

NoE

NoE

NoE

Test Reason' Þ{qreJ SeYVr t€ {PassedTest Result: r Failed

Test Date: tÒ/ r5 StartTime: 3\ Ca Time:

Tester: V¿13.,o.n Assistant:

Tester Signature: Assistant Signature

Technical Authority: J echnicalT Authori Sty


