E.W. Howell Co., LLC REQUEST FOR INFORMATION

113 Crossways Park Drive No. 00021
Phone: 516-921-7100
Woodbury, NY 11797 Fax: 516-921-7920
TITLE: Roof Curbs DATE: 9/22/2009
PROJECT: BNL CCWF-II JOB:
TO: Attn: Alan Raphael
Brookhaven National Laboratory STARTED:
Brookhaven Sciences Associates, LLC COMPLETED:
Project Modernization Office REQUIRED:  9/29/2009

Upton, NY 11973-5000
Phone: 631-344-5854

WORK SCHEDULE COST

IMPACT: Unknown IMPACT: Unknown IMPACT: Unknown
QUESTION:

9/22/2009

Roof Curbs

The parapet detail 301H/A-301 shows a prefabricated roof curb on the metal deck with a attached a liner panel
and metal siding. The roof curbs specified are designed for box constructions and not for continues parapets .
Please clarify how stability is achieved.

Please see attachments for further clarification

CC: File
PROPOSED SOLUTION:

ANSWER:

Honse s2z. THE LTTACKED .

Requested By:E.W. Howell Co., LLC Date:

Signed:

Lauren Bergin
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RFI-021 Re: Roof Curbs
Answer:

The exterior parapet wall is built using a prefabricated roof expansion joint curb.
Attached are several photos of the system being used on a building for Toyota Shimizu in
Mississippi.

Also attached are PDFs of Expansion Curb product information from two suppliers.
We recommend that you call John Semetis at Pate Curbs.

The following is the spec from a previous project:

B. Prefabricated Expansion Joint Roof Curbs

1. Prefabricated Expansion Joint Roof Curbs [D,P]: Insulated, minimum 18 gage
galvanized steel shell with 22 gage galvanized steel liner full depth of curb and roof deck
construction, pressure-preservative treated overhanging (1 inch exterior overhang) 1 1/2”
thick, wood top nailers, and shop-applied rust-inhibiting primer. Provide curb units
minimum of 12 inch overall height unless noted otherwise. Modify the following to include
overhanging wood top nailers as specified:

a. Custom Curb, Inc. “CEJ-3”

b. Pate Co. “ej-2b”

c. Roof Products Inc. “RPEJ”

d. Thybar Corp. “ThyCurb TXJ-3”

2. Insulation: Manufacturer’s standard rigid or semirigid glass-fiber board of thickness
indicated.

3. Wood Nailers: Softwood lumber, pressure treated with waterborne preservatives for
aboveground use, complying with AWPA C2; not less than 1-1/2 inches (38 mm) thick.

David Smith, Giffels/IBI Group 11-3-09
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the pacesetter in quality prefab roof products the pate Gompaﬂv
245 eisenhower lane south ¢ lombard, illinois 60148
630.705.1920 + 800.243.3018 « fax 630.705.1930

www.patecurbs.com ¢ e-mail: sales@patecurbs.com

pate
expansion joint curbs

standard construction

p.o. no.
customer

Heavy ga. galvanized steel, unitized construction,

all seams welded, 1 1/2" rigid fiberglass insulation, project

pressure treated wood nailer strip, internally location

reinforced. On b style expansion joint overhang

is 1/2" unless otherwise specified. architect
engineer

pate expansion joint curbs
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non-insulated decks
*standard height: 8"

decks with lightweight fill or tapered insulation
*standard height: 12"

decks with rigid insulation
*standard height: 9 1/2" & 13 1/2" **(with 1 1/2'R)

sloping end section inside corner outside corner

/\ nailer length
10’

left or right 12"

j_ E 12"

expansion joint curb requirements

quantity style nailer *overall |**raised cant| ***sloping | nailer over- outside inside options
length height height low end ht. | hang b style corner corner
4-1 ©2006 the pate company



ROOF PRODUCTS, INC. \West Coast 1-866.500.6953

Model: RPEJ-3 Expansion Joint Curbing (Single Side)
Standard Construction:

20 ga. galvanized steel construction with 2 X 2 pressure-treated wood nailers; 1 1/2" thick 3# density
rigid insulation; internal vertical reinforcing; 2" mounting flange; splice clips; connecting corner clips.
All welds micro-sealed and prime painted after fabrication.

Added Options (When Required): RP| Job #:

Project: Architect:
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