E.W. Howell CO., LLC REQUEST FOR INFORMATION
113 Crossways Park Drive No. 00025
Phone: 516-921-7100 ¢ l 7 I

Woodbury, NY 11797 Fax: 516-921-7920 ey,
TITLE:  Basket Strainer DATE: 10/5/2009
PROJECT: BNL CCWF-II JOB:
TO: Attn: Alan Raphael

Brookhaven National Laboratory STARTED:

Brookhaven Sciences Associates, LLC COMPLETED:

Project Modernization Office REQUIRED:  10/12/2009

Upton, NY 11973-5000
Phone: 631-344-5854

WORK SCHEDULE COST

IMPACT: Unknown IMPACT: Unknown IMPACT: Unknown
QUESTION:

October 5, 2009

Basket Strainer

Submittal 15110-001 was marked up with a comment:

“Provide Fabricated Simplex Basket Strainer as shown on drawings Fluid Engineering series 124 or approved
equal.”

The in the submittal indicated Mueller basket strainer is as per specification. The fluid engineering is not as per
spec. Please clarify if this a design change.

CC: File
PROPOSED SOLUTION:
ANSWER:
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Signed:
Hans Laros
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Models:

Non-Shocl

-unfT(mpmntur_t

Max. temp. can be limited by gasket
material. Consult factory.

165 Cast Iron Class 125
166-DI Ductile Iron Class 300
\\

Models 165, 166-DI

*165-DI avsilalr(a upon request.
Consult Factory.
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165, 166-Dl

izes: 'A" - 24" (32- 600Mm)

= Cover is a flanged bpfted design for easy basket re%i) /(

Strainers provide economical protection for costly pumps, meters, valves, and other simi-
lar mechanical equipment by straining foreign matter from the connected piping system.
Installation of a strainer before mechanical equipment can ensure trouble free service and
avoid costly shutdowns for repair or replacement of equipment that can bg.damaged by
foreign matter. The size of the perforation or mesh in the basket screen will detarmine the
smallest particles captured. See Strainer Information section in the (Geller Staam Specialty
Engineering binder for detailed information including sizes and mgtérials available.

Typical Service
= These strainers can be specified for cooling water, segAvater, hot water systems and more.

* They are especislly suited for medium or coarse stpdining. For finer straining, see Model 125.

Features

= The angular cutaway design of the baske}s”allows a straight through flow, resulting in
extremely low pressure drop.

* Tapped and plugged NPT drain on th6 strainer bottom enables easy self-cleanj
honorn baskets. Simply open thg#alve or plug on the outlet to flush accumu

,ﬂf«

nall sizes, cons factory O
askets \ ’(\
4 swunnno water) | steam nuumfunnnuu
MODEL sﬁbq MATERIAL OFENING mj L OPENING
165, 166-DI [N 30488\ %06%perf |7} 304SS 045 perf
165, 166-DI 5 and Up 30455 X' 125 perfy Consult Factory
0
Material ‘
165 N 166-DI
Body Cast Iron ASTM A126-B "\, | Duetile Iron ASTM 395 (2" — 16")
Cover A516-70 Plate “Tgronze ASTM BB2 (Type 85-5-5-5)
Gasket Compressed Fiber Coressed Fiber
™~
\\

Pressure Drop

» Seae Pressure Drop Charts in Technical Data section of Mueller Steam Specialty Engineering
binder.

@ Steam Specialty™



Dimensions and Weights

SIZE DIMENSIONS WEIGHT
A 8 c D
(NPT)
in. mm in, mm in. mm in. mm_ in. mm Ibs. kps.
165
1% 32 | 6% 162 | 4% 105 | 3% 92 | % 15 | 32 14 A
1% 35 | 6% 165 | 4% 105 | 3% 92 | % 15 | 32 14
2° 50 | 8% 219 | 5% 149 | 4% 111 | % 15 | 32 14
25 65 | 7% 189 | 5/4s 138 | 3% 95 | % 20 | 28 12 ¢
3 80 | 8% 222 | 5% 133 | 5% 130 | % 20 | 31 16 . |
3% 90 | 9 229 | 6% 175 | 5% 133 | % 20 | 53 24
& 100 | 11%_ 784 | 7% 200 | 5% 143 | 1 25 | 63 28 3
5 125 [ 124 311 [ 10% 260 | 5 127 | 1 25 | 98 44 L2®
6 150 | 14 356 | 10% 270 | 5% 143 | 1% 32 | 122 55 71A LY BZ
8 200 | 17% 435 | 15% 394 | 7 178 | 1% 40 | 198 90 N . "
10" 250 | 22 559 | 16 406 | 9% 235 | 1% 40 | 350 159 _ 1 DWPT| 2k
127300 | 25% 645 | 23% 603 | 11% 295 | 2 50 | 716 325 Vv 7 | -
14" 350 | 29% 756 | 26% 679 | 12% 311 | 2 50 | 1010 459 - Wodels 165, 166-01 A\
16" 400 | 31% 810 | 29% 749 | 13%s 335 | 2 50 | 1320 600 / '
18" 450 | 34 964 | 36 914 | 16% 412 | 2 50 | 1916 870 /
20" 500 | 36% 930 | 40% 1038 | 17 432 | 2 50 | 2468 1121 L_
24 600 | 41% 1054 | 46% 1174 | 19% 486 | 2 50 | 4550 2068 91»001« MF’W
SIZE DIMENSIONS WEIGHTS O, y
A . ¢ (NPT Ry 7(-'-5 mocike | cres A
in. mm in. mm in. mm in. mm in. mm lbs kgs. )
166-D1 7 et v
e 32 | - - | &% 105 | 3% 92 3 T LIt /DO

7
1% 35 | - - | 4 105 | 3% 9 | % 15 | 40 18 : "o
2750 | 8% 219 | 5% 149 | 4% 111 | % 15 | 40 18 Lle Mrar. .
25 65 | 8% 213 | 5% 138 | 3% 95 | % 20 | 30 13
3 80 | 9% 243 | 5% 133 | 5% 130 | % 20 | 52 23
3% 90 | 10% 270 | 6% 175 | 5% 133 | % 20 | 711 32
4100 | 1% 292 | 7% 200 | 5% 143 | 1 25 | 90 40
5 125 | 13% 337 | 10% 260 | 5 127 | 1 25 | 128 ®8
6 150 | 15% 394 | 10% 270 | 5% 143 | 1% _ 32 | 24 101
8 200 | 18% 460 | 15% 394 | 7 178 | 1% 40 | 240 109
10" 250 | 23% 591 | 16 406 | 9% 235 | 1% _ 40 | 460 209
127300 | 26/ 673 | 23% 603 | 11% 295 | 2 50 | 854 388
14 350 | 31% 793 | 26% 679 | 12% 311 | 2 50 | 1182 537
16" 400 | 33 851 | 29% 749 | 13%s_ 335 | 2 50 | 1540 700

Apply For Certified Drawings.

Mueller Steam Specialty product specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise measure-
ments, please contact Mueller Steam Specialty Technical Service. Mueller Steam Spacialty reserves the right to change or modify product design, constructian,
specifications, or materials without prior notice and without incurring any obligation to make such changes and modifications on Mueller Staam Specialty products
praviously or subssquently sold.

LTI steam Speciaity-

A Division of Watts Water Technologies, Inc. USA: 1491 NC Hwy 20 West St.; Pauls, NC 28384; www.muellersteam.com
Tel: 910-B65-8241 Fax: 910-865-6220
Toll Free Phone 1-800-334-6259 Toll Free Fax: 1-800-421-6772
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