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SECTION 08 71 00 

DOOR HARDWARE (Revised AD-8) 

PART 1 - GENERAL 

1.1 SECTION INCLUDES 

A. Finish door hardware. 

B. Thresholds. 

C. Gaskets. 

D. Key Cabinet. 

1.2 PRODUCTS FURNISHED BUT NOT INSTALLED UNDER THIS SECTION 

A. Furnish cylinders to Section 08 11 13, 08 14 16, 08 31 16, 08 33 23, 08 42 30, 08 44 13 for 
installation. 

B. Furnish electromagnet portion of magnetic door holders specified under this section to Section 
28 31 00 for installation. 

C. Furnish power supplies and door controllers specified under this section to Section 28 31 00 for 
installation. 

1.3 RELATED SECTIONS 

A. Section 08 11 13 - Hollow Metal (HM) Doors and Frames. 

B. Section 08 14 16 - Flush Wood Doors (WD). 

C. Section 08 31 16 - Access Panels and Doors. 

D. Section 08 33 23 - Overhead Coiling Doors. 

E. Section 08 42 30 - Automatic Cleanroom Sliding Doors. 

F. Section 08 44 13 - Curtain Wall Systems. 

G. Section 13 61 16 - Cleanrooms. 

H. Section 28 31 00 - Fire Alarm System. 

1.4 QUALITY ASSURANCE 

A. Finish designations and standards: Builders Hardware Manufacturers Association (BHMA) 
Standard 1301. 

B. Positive Pressure:  
1. Comply with Positive Pressure Requirements UL 10C, Category A. 

1.5 REGULATORY REQUIREMENTS 

A. Unless scheduled otherwise, hardware shall comply with barrier free design requirements of the 
State of New York and Americans with Disabilities Act (ADA). 

B. Hardware and associated products shall be UL listed, except as otherwise specified under this 
section.  
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1.6 QUALIFICATIONS 

A. Installer qualifications: Supervised or inspected by certified Architectural Hardware Consultant 
(AHC). 

B. Hardware Supplier: 
1. Recognized architectural door hardware supplier, with warehousing facilities, who has been 

furnishing hardware in the project’s vicinity for a period of not less than 2 years.  
2. On-staff, experienced Architectural Hardware Consultant (AHC) who is available, during 

the course of the Work, for consultation about project’s hardware requirements. 

C. Electrified Hardware Supplier: 
1. Experienced door hardware supplier which has completed projects with electrified door 

hardware similar in material, design and extent to that indicated for this project, which has a 
record of successful in-service performance and is acceptable to manufacturer of materials.  

2. Shall prepare data for electrified door hardware based on testing and engineering analysis of 
manufacturer’s assemblies similar to those in this project. 

1.7 SUBMITTALS 

A. Shop Drawings: 
1. Complete Hardware Schedule by door. 

a. Complete list of products including model numbers and cut sheets. 
b. Hardware Schedule shall utilize Heading Numbers which are logically derived from 

Architect’s Hardware Set numbers. 
c. Hardware Sets shall follow the guidelines established in Door & Hardware Institute 

Handbook (DHI) Sequence and Format for the Hardware Schedule with index of doors 
and headings, indicating complete designations of every item required for each door or 
opening. 

d. Electrical Wiring Diagrams:   Provide detailed wiring diagrams showing terminal or 
pigtail connections for signaling, control and locking functions and any notes pertinent 
to programming, operation, etc. that are necessary to integrate the proposed hardware 
into electrical systems.  In addition, when door hardware sets include automatic 
operators and locking or latching hardware on the same doors, provide detailed wiring 
diagrams showing the interconnection of these components to achieve coordinated 
operation with access control system specified in Section 28 31 00. 

B. Project Information: 
1. Certification that items bear UL label where required. 

C. Contract Closeout Information: 
1. Operating and maintenance data. 

a. Parts catalog for each product furnished. 
b. Keying records. 

2. Furnish as-built/as-installed schedule. 
3. BNL instruction report. 
4. Letter stating extra material has been delivered. 
5. Meeting minutes from Pre-Installation Conference. 

D. LEED Information: 
1. LEED Credit MR 4.1 & 4.2, Recycled Content:  Product data indicating percentages by 

weight of post-consumer and post-industrial recycled content for products having recycled 
content; include statement indicating costs for each product having recycled content. 

2. LEED credit MR 5.1 & 5.2 –Local Regional Materials:  For products and materials required 
to comply with requirements for regional materials indicating location and distance from 
Project of material manufacturer and point of extraction, harvest, or recovery for each raw 
material.  Include statement indicating cost for each regional material and the fraction by 
weight that is considered regional.. 
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1.8 PRODUCT DELIVERY, STORAGE AND HANDLING 

A. Tag or package each item identified to hardware schedule. 

B. Include installation instructions. 

C. Deliver hardware items at times and to locations as directed. 

D. Check hardware against schedule, reorder missing items. 

E. Control items before and after installation so completion will not be delayed by hardware losses. 

F. Protect finishes by temporary coverings as required. 

G. Deliver extra hardware to BNL, boxed and identified. 

H. Deliver master and sub master keys to BNL, boxed and identified. 

1.9 WARRANTY 

A. Special Warranty:  Manufacturer’s standard form in which manufacturer agrees to repair or 
replace components of door hardware that fails in materials or workmanship within specified 
warranty period. 
1. Failures include, but are not limited to, the following: 

a. Structural failures including excessive deflection, cracking or breakage. 
b. Faulty operation of operators and door hardware. 
c. Deterioration of metals, metal finishes, and others beyond normal weathering and use. 

2. Warranty Period:  Three years from date of Substantial Completion, except as follows: 
a. Electrified exit devices:  12 months from the date of placing the product in operation. 
b. Manual Closers:  10 years from date of placing the product in operation.  

1.10 PRE-INSTALLATION CONFERENCE 

A. Prior to installation of hardware, Contractor shall conduct an on-site meeting to instruct 
hardware installer personnel in the proper installation of hardware and related electronics. 
1. Manufacturer’s Representatives for Locksets, Closers, Exit Devices and other major 

hardware devices shall be present and direct instruction of installers. 
2. Require attendance of affected parties, not limited to: Contractor, Hardware installer, 

Electrical installer, door and frame installers, and security system installer (where 
applicable). 

3. Discuss installation sequence of components, Point-to-Point wiring diagrams, and address 
questions raised by installers. 

1.11 JOB CONDITIONS 

A. Coordinate installation with finishing operations. 

B. Where exact types of hardware specified are not adaptable to finished shape or size of members 
requiring hardware, provide suitable types having as nearly as practical as the same operation 
and quality as type specified, subject to Architect’s approval. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Acceptable manufacturers: 
1. Locks, Latches, and Electric Mortise Locks: 

a. Base: 
1) Best Access Systems. 

b. Optional: 
1) Corbin Russwin. 
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2) Sargent. 
2. Cylinders: 

a. Base: 
1) Best Access Systems. 
2) No substitutions. 

3. Door Closers: 
a. Base: 

1) LCN Closers. 
b. Optional: 

1) Rixson. 
2) Corbin Russwin. 

4. Hinges: 
a. Base: 

1) Stanley Hardware. 
b. Optional: 

1) Hager Hinge. 
2) McKinney. 

5. Continuous Geared Hinges: 
a. Base: 

1) Markar. 
b. Optional: 

1) Hager Roton. 
2) Select. 

6. Access Control Devices: 
a. Base: 

1) Schlage Electronic Security (Locknetics). 
b. Optional: 

1) Sargent, Assa-Abloy. 
7. Mortar Shield (a.k.a. mud box): 

a. Base: 
1) Stanley Hardware. 

b. Optional: 
1) Hager. 

8. Door Stops: 
a. Base: 

1) Ives. 
b. Optional: 

1) Hager. 
2) Trimco. 

9. Overhead Door Holders and Stops: 
a. Base: 

1) Glynn-Johnson. 
b. Optional: 

1) Hager. 
2) Corbin Russwin. 

10. Door Pulls, Pushplates, and Pushbars: 
a. Base: 

1) Rockwood. 
b. Optional: 

1) Hager. 
2) Ives. 

11. Kickplates, Armorplates, and Door Edging: 
a. Base: 

1) Rockwood. 
b. Optional: 

1) Hager. 
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2) Ives. 
12. Flushbolts and Coordinators: 

a. Base: 
1) Ives. 

b. Optional: 
1) Trimco. 
2) Hager. 
3) Rockwood. 

13. Thresholds, Head Drips, Weatherstripping, and Smoke Gaskets: 
a. Base: 

1) National Guard Products. 
b. Optional: 

1) Zero. 
2) Pemko Manufacturing. 

14. Exit Devices: 
a. Base: 

1) Von Duprin. 
b. Optional: 

1) Corbin Russwin. 
2) Precision. 

15. Key Cabinet: 
a. Base: 

1) Lund Equipment. 
b. Optional: 

1) Telkee. 
16. Other materials: 

a. Base: As indicated. 
17. Other manufacturers . 

2.2 HARDWARE – GENERAL 

A. General: 
1. Provide hardware for fire rated openings in compliance with UL, NFPA-80 and CFR Part 36 

(ADA) guidelines. 
a. This requirement takes precedence over other requirements for such hardware. 
b. Provide only hardware which has been tested and listed by UL for types and sizes of 

doors. 
2. Use products and sizes appropriate for door size, material, weight and configuration in 

accordance with manufacturer's recommendations. 
3. Furnish items of hardware for proper door swing. 
4. Provide strikes with curved lips. 
5. Provide extended lips when necessary. 
6. Provide strike boxes. 
7. Tactile Warning: 

a. Definition: Etched, milled or knurled surface treatment used on Levers to warn 
occupants, especially vision impaired occupants, of a potentially dangerous room or 
condition beyond door. 

b. Provide on corridor-side levers of doors to loading platforms, boiler and mechanical 
rooms, stages, utility stairs, roof access, communications and electrical closets and 
similar rooms. 

8. Provide dustproof strikes for doors with Flushbolts or other bolts to floor. 
9. Plate, Shoe Support Spacer, Shoe Adapter:  As required by manufacturer for mounting and 

operation of door holders and closers.  Finish matching holder or closer. 
a. Protection Plates (Stainless Steel):  16 gauge, beveled three sides.  Finish shall be #4 

(630).  Fasteners; No. 6 oval head, Phillips, undercut, stainless steel, sheet metal 
screws.  Width of plates as follows: 
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b. Mop Plates: 
1) Single Doors:  Opening width less 1 inch. 
2) Pair Doors:  Each plate, 1 inch less than width of leaf. 

c. Kick Plates and Armor Plates: 
1) Single Doors:  Opening width less 2 inches. 
2) Pair Doors:  Each plate, 1 inch less than width of leaf. 
3) Single Door (Stop Mounted Gaskets):  Opening width less 3 inches or as required. 

10. Code Required Door Sign:  At means of egress doors, with special locking arrangements 
(delayed egress), provide a sign having block letters 1 inch in height, on the door within 12 
inches of the release device stating “PUSH UNTIL ALARM SOUNDS.  DOOR CAN BE 
OPENED IN 15 SECONDS.”  Sign shall be on a contrasting background. 

11. Closers:  Provide brackets and mounting plates as required to allow for proper installation 
with door and frame conditions and coordination with other hardware items.  Provide 
fastener types required for proper installation. 

12. Exit Devices:  Provide glass bead kits as necessary for proper installation on doors with 
glass lites or similar raised materials.  Provide vertical rod guards and latch guards as 
required to meet handicapped requirements. 

13. Thresholds:  At interior locations, thresholds to be full width of jambs.  At exterior 
locations, thresholds to be full width of jambs or full depth to leading edge of adjacent 
horizontal surface material as required to achieve gradual transition between levels and 
surfaces.  An abrasive, non-slip coating shall be provided for all thresholds at exterior 
locations.  Thresholds shall be neat fitted around jambs of frames and anchored in place in 
an approved manner. 

14. Jamb Guards:  Provide two for each opening where called for in hardware sets. 
15. Bid and submit manufacturer’s updated/improved item if scheduled item is discontinued. 

B. Templates: 
1. Provide templates to door and frame suppliers. 
2. List template numbers on Hardware Schedule submittal for use by fabricators. 
3. Provide copies of approved Hardware Schedule to related suppliers, fabricators, and 

installers. 
4. Include numbered templates. 
5. Advise Architect of items which will not operate properly, attain the required fire label, and 

where components are physically/functionally incompatible. 

C. Manufacturer’s Name Plate: 
1. Do not use products that have manufacturer’s name or trade name displayed in a visible 

location, except in conjunction with required fire-rated labels and as otherwise acceptable to 
the architect. 

2. Manufacturer identification is permitted on the rim of lock cylinders. 

D. Fasteners: 
1. Manufacture hardware to conform to templates. 
2. Generally prepare for Phillips oval head machine screw installation. 
3. Exposed screws to match hardware finish or, if exposed in surfaces of other work, to match 

finish of other work as closely as possible. 
4. Mineral core doors: 

a. Attachment of hinges:  
1) Use screws, which are fully threaded (from tip to head). 

b. Attachment of Closers: 
1) Utilize thru-bolts at mineral core doors. 

5. Provide concealed fasteners (unless thru bolted). 
6. Provide non-corrosive fasteners. 

2.3 HARDWARE DESCRIPTIONS 

A. Cylinders: 
1. Comply with BHMA A156.5 Grade 1. 
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2. Material: Brass or bronze, stainless steel, or nickel silver. 
3. Finish(es): Match lock mechanism(s) to which cylinders are installed. 
4. Cylinder Type: 

a. Full-sized Interchangeable Cores (IC). 
5. Determine type required to suit locking mechanisms to which they will be installed. Include 

appropriate trim rings, cams, tail pieces, and adaptors. 
6. Patented cylinders and keys to protect against from unauthorized manufacture. 
7. Provide cylinders for all locking mechanisms scheduled. 

B. Keys: 
1. Material: Nickel-silver. 
2. Stamping:  Permanently inscribe each key with applicable change key room number as 

directed by Facilities Management and.” Do Not Duplicate.” 
3. Quantity:  In addition to one extra blank key for each lock, provide the following: 

a. Cylinder Change Keys:  3. 
b. Master Keys:  Existing, quantity as directed by Facilities Management. 

C. Delivery: 
1. All orders for cylinders are to be placed through Best Lock Corporation, North Salem, New 

York.  Specify that material is for Brookhaven National Laboratory and that all packages, 
shipping tickets and correspondence have the following identification information clearly 
included on these: 
“For installation in Bldg. ____, Job No. _____.” 

2. Upon receipt of uncombinated cores, exchange same for “Contractor Cores” and keys from 
PE, and install “Contractor Cores” in all locks.  At job completion, return all keys properly 
tagged to PE.  PE will then remove “Contractor Cores” and replace with final cores. 

2.4 EXTRA MATERIAL AND TOOLS 

A. Provide extra hardware materials to BNL for maintenance purposes:    
1. Types of items required: 

a. Latchsets and Locksets:  Quantity 2 each function. 
b. Closers:  Quantity 2 each type. 
c. Exit Devices:  Quantity 1 each type. 

2. Provide 1 of each function and type per 100 units; with minimum of 1 of each required. 

B. Provide 6 sets of lock tools. 

2.5 OPERATION - KEYING 

A. Establish keying system with BNL:  A representative of the cylinder manufacture, the BNL and 
the building users shall work directly to formulate a keying system and delivery requirements. 

B. Key Schedule:  Obtain a key schedule from the BNL.  After reviewing the key schedule with the 
vendor, submit a project key schedule along with key bitting to the Facilities Management for 
approval. 

C. Lock cylinders and keys shall be furnished by the hardware vendor and cylinders installed by the 
General Contractor.  Deliver all permanent keys to the BNL. 

D. Provide and set up complete visible card indexed system with key tags and control slips. 

E. Tag and identify keys and install in key cabinet. 

F. Construction Keying: 
1. Provide cylinders with feature that permits voiding of construction keys without cylinder 

removal. 
a. Provide 10 construction master keys. 

2. Provide construction keying for exterior doors and primary entrances to construction areas. 
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2.6 KEY CABINET 

A. Sheet steel construction, piano hinged door with cylinder type lock master keyed to building 
system. 

B. Size cabinet for 1.75 times number of door locks. 

C. Horizontal metal strips for key hook labeling with plastic strip cover over paper labels. 

D. Dual Tag System:  One set for permanent attachment of file key.  One set with snaphook holding 
at least four keys. 

E. Alphabetical indexing of lock information. 

F. Arrange keys alphabetically and numerically. 

G. Finish:  Baked enamel, color as selected from manufacturer's standards. 

PART 3 - EXECUTION 

3.1 INSPECTION 

A. Verify suitability of substrate to accept installation. 

B. Verify that power supply is available to electrically operated devices. 

C. Installation constitutes responsibility for performance. 

3.2 INSTALLATION 

A. Install in accordance with manufacturer's installation instructions, supervised or inspected by an 
AHC. 

B. Fit hardware before final door finishing. 

C. Permanently install hardware after finishing operations are complete. 

D. Mounting Heights:  Mount hardware at heights indicated in DHI "Recommended Locations for 
Builders Hardware Custom Steel Doors and Frames", unless shown or specified otherwise, or to 
comply with requirements of governing regulations or ADA. 
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Mounting Heights of Hardware 

Item 
Height 1,2 
(to Item Centerline) 

Mortise Locksets 
1024mm  40-5/16 IN AFF to Centerline of 
Strike 3 

Cylindrical Locksets 
Exit Devices 
Door Pulls 1067mm  42 IN AFF to Centerline of Pull 
Pushplates 1143mm  45 IN AFF to Centerline of Plate 

Auxiliary Deadbolts 
1219mm  48 IN AFF to Centerline of 
Strike 

Butt Hinges (and Pivots) 

Top Hinge: Not more than 298mm  11-3/4 
IN down from frame  
Bottom Hinge: Not more than 330mm  13 
IN above floor 
Equally spaced between Top and Bottom 
Hinges. Refer to Part 2 for quantity 
required. 

Other Items 
Comply with SDI and DHI 
Recommendations 

Footnotes/Additional Requirements: 
1.  Mounting Heights shall also comply with ADA and ICC/ANSI 
117.1  
2.  Mounting Heights shall also comply with prevailing Building Code 
and Fire Codes. 
3.  Deviation of from listed height will be allowed up to + 38mm 1-1/2 
IN provided this does not cause a conflict of between the lock and lite 
cutouts. 

 

E. Install hardware with fasteners concealed where not required by code to be exposed. 

F. Follow ANSI A205.6 for drilling and tapping procedures.  Securely fasten parts and fit faces 
snug and flush.  Use only fasteners furnished with each device.  Ensure operating parts move 
freely and smoothly without binding or excessive clearance.  Where through bolting is required 
or recommended, use spacers or sex bolts. 

G. When hardware is to be installed on surfaces to be field finished, install hardware only after 
finishes are completely dry. 

H. When field cutting or fitting is required on surfaces to be field finished, cut, fit, and install 
hardware, and then remove prior to finishing.  Reinstall only after finishes are completely dry. 

I. At exterior doors and elsewhere as indicated, set thresholds in a bed of sealant, and neatly caulk 
around perimeter to prevent water from entering under threshold.  Use sealant as specified in 
Section 07 92 13.  Do not block weep holes.  Follow ANSI/BHMA A156.21 for threshold 
installation requirements.  Use stainless steel fasteners at exterior thresholds. 

J. Install key cabinet where directed.  Provide anchors designed for mounting surface encountered. 

K. Coordinate installation of electric access control hardware. 
1. Hardware installer to be responsible for coordination with electrical installer for low voltage 

installations. 

L. Door Position Switches (DPS): 
1. Coordinate door and frame preparations with door and frame suppliers, and Security System 

installer as appropriate.  
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2. Locate in frame head approximately 100mm 4 IN from latching door edge, unless otherwise 
instructed. 

3.3 ADJUST AND CLEAN 

A. Adjust and check each operating item of hardware to ensure proper operation or function. 
1. Lubricate moving parts with lubricant recommended by manufacturer. 
2. Replace units which cannot be adjusted and lubricated to operate smoothly. 
3. Conversion of Construction Keying to Permanent (by BNL): 

a. Demonstrate conversion method to BNL’s facility personnel, making certain BNL’s 
team understands methodology required to convert cylinders from “construction” to 
“permanent” configuration.  

b. Ensure that BNL has proper instruction and all necessary tools needed to convert 
keying to final configuration.  

B. Approximately six months after substantial completion, check and readjust to assure proper 
function of doors and hardware. 
1. Clean and lubricate operational items. 
2. Replace items which have deteriorated or failed. 
3. Prepare a written report of current and predictable problems in operation of hardware. 
4. Report visit and furnish copy of report to BNL with copy to Architect. 

C. When hardware is installed more than one month prior to final acceptance or occupancy, during 
week prior to acceptance or occupancy, make a final check and adjustment of hardware items. 
1. Clean and lubricate as necessary to assure proper function and finish. 
2. Adjust door control devices to compensate for operation of heating and ventilating 

equipment. 

D. Instruct BNL's personnel: 
1. Operating and maintenance procedures. 
2. Key control system. 
3. Methodology used to re-key cylinders from “construction” to “permanent” configuration. 

E. Prior to substantial completion instruct BNL's personnel in systems operation. 
1. Standard system operation and maintenance. 
2. Modification of codes. 
3. Acquisition, monitoring and scheduling of ID cards. 
4. Instruction in software applications. 

3.4 HARDWARE SETS: 

 
HDW 01 
 
2 ea Continuous Hinges FM-300 x CTP x 32D    Markar 
2 ea Electric Power Transfers EPT-10 x SP28    Von Duprin 
1 ea Electric Exit Device RX EL3547A-NL-OP x 26D   Von Duprin 
1 ea Electric Exit Device RX EL3547A-EO x 26D    Von Duprin 
1 ea Rim Cylinder x 26D       Best 
1 ea Power Supply PS873K-2 AO      Von Duprin 
2 ea Pulls BF157 x 32D       Rockwood 
1 ea Automatic Door Operator 9550 x 689, push side    LCN 
1 ea Jamb Mounted Actuator 8310-818T x 32D, interior   LCN 
1 ea Pedestal Mounted Actuator 8310-853T x 32D, exterior   LCN 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
Note:  All weatherstrip and other hardware by aluminum door supplier. 
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HDW 02 
 
2 ea Continuous Hinges FM-300 x CTP x 32D    Markar 
2 ea Electric Power Transfers EPT-10 x SP28    Von Duprin 
2 ea Electric Exit Device RX E3547A-L (NL) x 03 x 26D   Von Duprin 
2 ea Mortise Cylinder x 26D      Best 
2 ea Closer 4111 x 689, top jamb      LCN 
2 ea Overhead Stop 90S x 32D      Glynn Johnson 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
Note:  Access Control.  Coordinate with Security Vendor.  All weatherstrip and other hardware by 
aluminum door supplier. 
 
 
HDW 03 
 
1 ea Continuous Hinges FM-300 x CTP x 32D    Markar 
1 ea Continuous Hinges FM-300 x 32D     Markar 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
1 ea Closer 4111 x 689, top jamb, active leaf     LCN 
1 ea Closer 4130 x ST2309 x 689, top jamb, inactive leaf   LCN 
1 ea Overhead Stop 90S x 32D, active leaf     Glynn Johnson 
1 set Constant Latch Flush Bolts FB51P x 32D    Ives 
1 ea Dust Proof Strike DP1 x 26D      Ives 
1 ea Coordinator COR x FL x US28, furnish brackets as needed  Ives 
2 ea Armor Plates 34 inch x 32D      Rockwood 
1 ea Threshold 425E Alum, furnish width as required for opening  National Guard 
1 set Gasketing 700EN, head & jamb     National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
2 ea Sweeps 600A       National Guard 
1 ea Astragal 148N       National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
 
Note:  Access Control.  Coordinate with Security Vendor. 
 
 
HDW 04 
 
2 ea Continuous Hinges FM-300 x 32D     Markar 
2 ea Exit Device 9847EO x 26D      Von Duprin 
2 ea Closer 4111 CUSH x 689      LCN 
2 ea Armor Plates 34 inch x 32D      Rockwood 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
1 set Gasketing 700EN, head & jamb     National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
2 ea Sweeps 600A       National Guard 
1 set Astragals 115NA       National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
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HDW 05 
 
1 ea Continuous Hinge FM-300 x 32D     Markar 
1 ea Exit Device 98EO x 26D      Von Duprin 
1 ea Closer 4111 CUSH x 689      LCN 
1 ea Armor Plate 34 inch x 32D      Rockwood 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
1 set Gasketing 700EN, head & jamb     National Guard 
1 ea Automatic Door Bottom 229SSS x end caps    National Guard 
1 ea Sweep 600A        National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
 
HDW 05A 
 
1 ea Continuous Hinge FM-300 x 32D     Markar 
1 ea Exit Device 98EO x 26D      Von Duprin 
1 ea Closer 4111 x 689, top jamb push side mount    LCN 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 ea Threshold 950S x SIA      National Guard 
1 set Gasketing 107SA, head & jamb     National Guard 
1 ea Automatic Door Bottom 229SSS x end caps    National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
 
HDW 06 
 
1 ea Continuous Hinge FM-300 x CTP x 32D    Markar 
1 ea Electric Power Transfers EPT-10 x SP28    Von Duprin 
1 ea Electric Exit Device RX E98L (NL) x 03 x 26D    Von Duprin 
1 ea Mortise Cylinder x 26D      Best 
1 ea Closer 4111 x 689, top jamb      LCN 
1 ea Overhead Stop 90S x 32D      Glynn Johnson 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
1 set Gasketing 700EN, head & jamb     National Guard 
1 ea Automatic Door Bottom 229SSS x end caps    National Guard 
1 ea Sweep 600A        National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note:  Access Control.  Coordinate with Security Vendor. 
 
 
HDW 07 
 
1 ea Continuous Hinge FM-300 x 32D     Markar 
1 ea Exit Device 35EO x 26D      Von Duprin 
1 ea Closer 4111 x 689, top jamb      LCN 
1 ea Overhead Stop 90S x 32D      Glynn Johnson 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note:  All weatherstrip and other hardware by aluminum door supplier. 
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HDW 08 
 
1 ea Continuous Hinge FM-300 x 32D     Markar 
1 ea Storeroom Lockset 45H7D 3J x 630     Best 
1 ea Closer 4111 x 689, top jamb      LCN 
1 ea Overhead Stop 90S x 32D, active leaf     Glynn Johnson 
1 ea Threshold 425E Alum, furnish width as required for opening  National Guard 
1 set Gasketing 700EN, head & jamb     National Guard 
1 ea Automatic Door Bottom 229SSS x end caps    National Guard 
1 ea Sweep 600A        National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
 
HDW 09 
 
1 ea Continuous Hinge FM-300 x 32D     Markar 
1 ea Deadbolt MS1850S x 628, backset to center on lock stile   Adams Rite 
2 ea Mortise Cylinders x 26D      Best 
2 ea Pulls BF160 – BTB x 32D      Rockwood 
1 ea Closer 4041 x 689, push side mount x brackets/plate as needed  LCN 
1 ea Overhead Stop 100S x 32D      Glynn Johnson 
1 ea Threshold 425E x Alum      Natonal Guard 
1 ea Door Position Switch 1078CH      GE/Sentrol 
 
Note:  All weatherstrip and other hardware by aluminum door supplier. 
 
 
HDW 10 
 
2 ea Continuous Hinges FM-300 x CTP x 32D    Markar 
2 ea Electric Power Transfers EPT-10 x SP28    Von Duprin 
1 ea Electric Exit Device RX EL3547A-NL-OP x 26D   Von Duprin 
1 ea Electric Exit Device RX EL3547A-EO x 26D    Von Duprin 
1 ea Rim Cylinder x 26D       Corbin Russwin 
1 ea Power Supply PS873K-2 AO      Von Duprin 
2 ea Pulls BF157 x 32D       Rockwood 
1 ea Automatic Door Operator 9550 x 689, push side    LCN 
1 ea Jamb Mounted Actuator 8310-818 x 32D, interior   LCN 
1 ea Pedestal Mounted Actuator 8310-853T x 32D, exterior   LCN 
1 ea Threshold 425E x SIA, provide width to coordinate with opening  National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
 
Note:  Access Control.  Coordinate with Security Vendor.  All weatherstrip and other hardware by 
aluminum door supplier. 
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HDW 11 
 
6 ea Hinges CB168 5 x 4.5 x 26D NRP (8ea. At 8’-0” doors, 10 ea. at 9’-6”) Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
1 ea Closer 4041 x 689, active leaf, parallel arm mount   LCN 
1 ea Closer 4041 x ST2338 x 689, inactive leaf, parallel arm mount  LCN 
1 set Automatic Flush Bolts FB41P x 32D     Ives 
1 ea Dust Proof Strike DP2 x 26D      Ives 
1 ea Coordinator COR  x FL x US28, furnish brackets as needed  Ives 
2 ea Kick Plates 16 inch x 32D      Rockwood 
2 ea Silencers SR64       Ives 
2 ea Door Position Switches 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 12 
 
6 ea Hinges CB168 4.5 x 4.5 x 26D      Stanley 
1 ea Electric Power Transfer EPT-10 x SP28 , active leaf   Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
2 ea Closer 4041 x 689, parallel arm, active leaf    LCN 
1 ea Wall Stop WS407 x 32D, inactive leaf     Ives 
1 set Constant Latch Flush Bolts FB61P x 32D, inactive leaf   Ives 
1 ea Dust Proof Strike DP2 x 26D      Ives 
1 ea Coordinator COR  x FL x US28, furnish brackets as needed  Ives 
2 ea Kick Plates 16 inch x 32D      Ives 
2 ea Silencers SR64       Ives 
2 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 13 
 
6 ea Hinges CB168 4.5 x 4.5 x 26D NRP (8ea. at 8’-0”doors)   Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
2 ea Closer 4041 x 689, parallel arm mount     LCN 
1 set Automatic Flush Bolts FB41P x 32D     Ives 
1 ea Dust Proof Strike DP2 x 26D      Ives 
1 ea Coordinator COR x FL x US28, furnish brackets as needed  Ives 
2 ea Armor Plates 32 inch x 32D      Rockwood 
1 set Gasketting 700ES, head and jambs     National Guard 
1 set Astragals 137SA       National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
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HDW 13A 
 
6 ea Hinges CB168 4.5 x 4.5 x 26D NRP     Stanley 
2 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
2 ea Electric Exit Device RX-E9847L-F x 626    Von Duprin 
2 ea Closer 4041 x 689, parallel arm mount     LCN 
2 ea Armor Plates 32 inch x 32D      Rockwood 
1 set Gasketting 700ES, head and jambs     National Guard 
1 set Astragals 137SA       National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 14 
 
8 ea Hinges CB168 4.5 x 4.5 x 26D NRP     Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
2 ea Closer 4041 x 689, parallel arm mount     LCN 
1 set Automatic Flush Bolts FB41P x 32D     Ives 
1 ea Dust Proof Strike DP2 x 26D      Ives 
1 ea Coordinator COR  x FL x US28, furnish brackets as needed  Ives 
2 ea Kick Plates 8 inch x 32D      Rockwood 
1 set Gasketting 700ES, head and jambs     National Guard 
1 set Astragals 137SA       National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 15 
 
2 ea Continuous Hinges FM-300 x 32D     Markar 
2 ea Push Plates 70C x 32D      Rockwood 
2 ea Pull Plates BF107 x 70C x 32D     Rockwood 
2 ea Closer 4041-Spring CUSH x DEL x 689, 90Degree Stop   LCN 
2 ea Armor Plates 34 inch x 32D      Rockwood 
2 ea Mop Plates 6 inch x 32D      Rockwood 
1 set Gasketing 700ES, head & jamb     National Guard 
2 ea Automatic Door Bottoms 229WHSS x end caps    National Guard 
1 set Astragals 9600A       National Guard 
 
HDW 16 
 
8 ea Hinges CB168 .5 x 4.5 x 26D      Stanley 
1 ea Classroom Lockset 45HW7R 3J x 630     Best 
1 ea Closer 4011 x 689, active leaf, pull side     LCN 
1 set Manual Flush Bolts FB458 x 26D     Ives 
1 ea Dust Proof Strike DP2 x 26D      Ives 
2 ea Kick Plates 8 inch x 32D      Rockwood 
2 ea Silencers SR64       Ives 
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HDW 17 
 
8 ea Hinges CB168 4.5 x 4.5 x 26D      Stanley 
2 ea Exit Device 9847WDC-EO-BE-F x LBR x 26D    Von Duprin 
1 eaElectronic Closer/Holder 4410ME x 689, top jamb push side  LCN 
1 eaElectronic Closer/Holder 4410ME x 689, top jamb push side x long arm 
for 170 degree hold open where required     LCN 
4 ea Kick Plates 8 inch x 32D      Rockwood 
1 set Gasketting 5050B, head & jamb     National Guard 
1 set Astragals 137SA       National Guard 
Note:  Do not use overlapping astragal. 
 
 
HDW 18 
 
8 ea Hinges CB168 4.5 x 4.5 x 26D      Stanley 
2 ea Push Plates 70C x 32D      Rockwood 
2 ea Pull Plates BF107 x 70C x 32D     Rockwood 
2 ea Closer 4041CUSH x 689, parallel arm     LCN 
2 ea Kick Plates 8 inch x 32D      Rockwood 
1 set Gasketting 5050B, head & jamb     National Guard 
1 set Astragals 137SA       National Guard 
 
 
HDW 19 
 
2 ea Continuous Hinges FM-300 x CTP x 32D    Markar 
2 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
2 ea Electric Exit Device RX-EL9847L-F x LBR x 03 x 26D   Von Duprin 
2 ea Rim Cylinder x 26D       Schlage 
1 Power Supply PS873-2       Von Duprin 
2 ea Closer 4041 x 689, push side      LCN 
2 ea Overhead  Stop 90S x 32D      Glynn Johnson 
2 ea Armor Plates 34 inch x 32D      Rockwood 
1 set Gasketting 5050B, head & jamb     National Guard 
2 ea Sweeps 600A       National Guard 
1 set Astragals 137SA       National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
Note: Access Control.  Coordinate with Security Vendor. 
 
HDW 20 
 
2 ea Continuous Hinges FM-300 x CTP x 32D    Markar 
2 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
2 ea Electric Exit Device RX-EL9847L x LBR x 03 x 26D   Von Duprin 
2 ea Rim Cylinder x 26D       Schlage 
1 Power Supply PS873-2       Von Duprin 
2 ea Closer 4041 x 689, push side      LCN 
2 ea Overhead  Stop 90S x 32D      Glynn Johnson 
2 ea Armor Plates 34 inch x 32D      Rockwood 
1 set Gasketting 5050B, head & jamb     National Guard 
2 ea Sweeps 600A       National Guard 
1 set Astragals 137SA       National Guard 
2 ea Door Position Switches 1078C      GE/Sentrol 
Note: Access Control.  Coordinate with Security Vendor. 
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HDW 21 
 
8 ea Hinges CB168 4.5 x 4.5 x 26D      Stanley 
2 ea Exit Device 9847WDC-L-BE-F x LBR x 03 x 26D   Von Duprin 
2 ea Closer 4041 x 689, push side mount     LCN 
2 ea Wall Stop WS407 x 32D      Ives 
2 ea Kick Plates 8 inch x 32D      Rockwood 
1 set Gasketing 700EN, head & jamb     National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
1 set Astragals 9115A       National Guard 
 
Note:  Do not use overlapping astragal. 
 
 
HDW 22 
 
8 ea Hinges CB168 4.5 x 4.5 x 26D NRP     Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
2 ea Closer 4041 x 689, parallel arm mount     LCN 
1 set Automatic Flush Bolts FB41P x 32D     Ives 
1 ea Dust Proof Strike DP2 x 26D      Ives 
1 ea Coordinator COR  x FL x US28, furnish brackets as needed  Ives 
2 ea Kick Plates 16 inch x 32D      Rockwood 
1 set Gasketing 700EN, head & jamb     National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
1 ea Astragal 148N       National Guard 
2 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 23 
 
8 ea Hinges CB168 4.5 x 4.5 x 26D  (6 ea at 7’0” door)   Stanley 
2 ea Exit Device 9847EO-F x LBR x 26D     Von Duprin 
2 ea Closer 4041 x 689, push side mount     LCN 
1 ea Wall Stop WS407 x 32D      Ives 
4 ea Kick Plates 8 inch x 32D      Rockwood 
1 set Gasketing 5050, head & jamb      National Guard 
1 set Astragals 115A       National Guard 
 
 
HDW 24 
 
4 ea Hinges CB179 4.5 x 4.5 x 26D      Stanley 
1 ea Office Lockset 45H7A 3J x 630     Best 
1 ea Wall Stop WS407 x 32D      Ives 
1 ea Coat Hook 946P x 26D      Hager 
1 set Gasketing 5050B, head & jamb     National Guard 
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HDW 25 
 
3 ea Hinges CB179 4.5 x 4.5 x 26D (4 ea at 8’-0” doors)   Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
1 ea Closer 4041 x 689, parallel arm (180 degree where shown on dwgs.) LCN 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 26 
 
3 ea Hinges CB168 5 x 4.5 x 26D (4 ea at 8’-0” door) (4.5 x 4.5 at 3’-0”door) Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
1 ea Closer 4041 x 689, parallel arm (180 degree where shown on dwgs.) LCN 
1 ea Kick Plate 16 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 27 
 
3 ea Hinges CB168 4.5 x 4.5 x 26D (4 ea at 8’-0” doors)   Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
1 ea Closer 4041 x 689, pull side      LCN 
1 ea Wall Stop WS407 x 32D      Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 28 
 
3 ea Hinges CB168 5 x 4.5 x 26D      Stanley 
1 ea Exit Device 98L-BE x 26D      Von Duprin 
1 ea Closer 4041 x 689, push side       LCN 
1 ea Wall Stop WS407 x 32D, where needed     Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
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HDW 29 
 
3 ea Hinges CB179 4.5 x 4.5 x 26D      Stanley 
1 ea Privacy Latchset 45H0L x 3J x 630     Best 
1 ea Closer 4041 x 689, pull side mount     LCN 
1 ea Wall Stop WS407 x 32D, where needed     Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 ea Mop Plate 6 inch x 32D      Rockwood 
3 ea Silencers SR64       Ives 
 
 
HDW 30 
 
3 ea Hinges CB168 5 x 4.5 x 26D (4.5 x 4.5 at 3’-0” door)   Stanley 
1 ea Exit Device 98L-F-BE x 26D      Von Duprin 
1 ea Closer 4041 x 689, pull side       LCN 
1 ea Wall Stop WS407 x 32D      Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
 
 
HDW 31 
 
4 ea Hinges CB179 5 x 4.5 x 26D (4.5 x 4.5 at 3’-0”door)   Stanley 
1 ea Classroom Lockset 45H7R 3J x 630     Best 
1 ea Overhead Stop 450S x 32D      Glynn Johnson 
1 ea Kick Plate 8 inch x 32D      Rockwood 
3 ea Silencers SR64       Ives 
 
 
HDW 32 
 
3 ea Hinges CB168 4.5 x 4.5 x 26D      Stanley 
1 ea Passage Latchset 45H0N x 3J x 630     Best 
1 ea Closer 4041 x 689, pull side (parallel arm at outswing door)  LCN 
1 ea Wall Stop WS407 x 32D, where needed     Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 ea Mop Plate 6 inch x 32D (at inswing door only)    Rockwood 
3 ea Silencers SR64       Ives 
 
 
HDW 33 
 
4 ea Hinges CB179 5 x 4.5 x 26D (4.5 x 4.5 at 3’-0”door)   Stanley 
1 ea Classroom Lockset 45H7R 3J x 630     Best 
1 ea Closer 4041 x 689, pull side      LCN 
1 ea Overhead Stop 450S x 32D      Glynn Johnson 
1 ea Kick Plate 8 inch x 32D      Rockwood 
3 ea Silencers SR64       Ives 
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HDW 34 
 
4 ea Hinges CB179 4.5 x 4.5 x 26D      Stanley 
1 ea Storeroom Lockset 45H7D 3J x 630     Best 
1 ea Closer 4041 x 689, pull side      LCN 
1 ea Overhead Stop 450S x 32D      Glynn Johnson 
1 ea Kick Plate 8 inch x 32D      Rockwood 
3 ea Silencers SR64       Ives 
 
 
HDW 35 
 
4 ea Hinges CB179 4.5 x 4.5 x 26D      Stanley 
1 ea Storeroom Lockset 45H7D 3J x 630     Best 
1 ea Closer 4041 x 689, parallel arm     LCN 
1 ea Wall Stop WS407 x 32D, where needed     Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
3 ea Silencers SR64       Ives 
 
 
HDW 36 
 
3 ea Hinges CB168 5 x 4.5 x 26D      Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Exit Device RX-E98L-F x 26D, FSE fail secure   Von Duprin 
1 ea Closer 4041CUSH x 689       LCN 
1 ea Wall Stop WS407 x 32D      Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 37 
 
1 ea Mortise Cylinder x 26D      Best 
1 ea Door Position Switch       GE/Sentrol 
 
Note:  All other hardware by Overhead Door supplier. 
 
 
HDW 38 
 
4 ea Hinges CB179 4.5 x 4.5 x 26D      Stanley 
1 ea Classroom Lockset 45H7R 3J x 630     Best 
1 ea Closer 4041 x 689, pull side (parallel arm at outswing door)  LCN 
1 ea Overhead Stop 410S x 32D, concealed     Glynn Johnson 
1 ea Kick Plate 8 inch x 32D      Rockwood 
2 sets Gasketing 5050B, head & jamb, mount back to back   National Guard 
1 ea Automatic Door Bottom 423N, concealed    National Guard 
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HDW 39 
 
4 ea Hinges CB179 4.5 x 4.5 x 26D      Stanley 
1 ea Storeroom Lockset 45H7D 3J x 630     Best 
1 ea Overhead Stop 450S x 32D      Glynn Johnson 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 ea Mop Plate 6 inch x 32D      Rockwood 
3 ea Silencers SR64       Ives 
 
 
HDW 40 
 
3 ea Hinges CB179 4.5 x 4.5 x 26D NRP     Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Exit Device RX-E98L-F x 26D, FS fail safe   Von Duprin 
1 ea Closer 4041CUSH x 689       LCN 
1 ea Wall Stop WS407 x 32D      Ives 
1 ea Kick Plate 8 inch x 32D      Rockwood 
1 set Gasketing 5050B, head & jamb     National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 
 
HDW 41 
 
3 ea Hinges CB168 4.5 x 4.5 x 26D NRP     Stanley 
1 ea Electric Power Transfer EPT-10 x SP28     Von Duprin 
1 ea Electric Lockset 45HW7DEU 3J x 630 x RQE, request to exit  Best 
1 ea Closer 4041 x 689, parallel arm (180 degree where shown on dwgs.) LCN 
1 ea Armor Plates 34 inch x 32D      Rockwood 
1 ea Mop Plate 6 inch x 32D      Rockwood 
1 set Gasketting 700ES, head and jambs     National Guard 
2 ea Automatic Door Bottoms 229SSS x end caps    National Guard 
1 ea Door Position Switch 1078C      GE/Sentrol 
 
Note: Access Control.  Coordinate with Security Vendor. 
 

AD-8: Section 08 71 00:  Add HDW 42.   
 
HDW 42 
 
1 set Cam Lift Hinges; by Acoustic Door Manufacturer                                                    - 
1 ea Passage Latchset 45H0N x 3J x 630                                                                           Best 
1 ea Closer 4041 x 689, pull side                                                                                       LCN 
1 ea Kick Plate 8 inch x 32D                                                                                             Rockwood 
1 ea Mop Plate 6 inch x 32D                                                                                             Rockwood 
1 set Acoustic Seal Gasketting, head & jambs; by Acoustic Door Manufacturer             - 
1 ea Automatic Door Bottom ; by Acoustic Door Manufacturer                                       - 
 
Note:  Any additional hardware required furnished by Acoustic Door Manufacturer. 
 
END OF SETS 

END OF SECTION 


