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1) DO NOT SCALE DRAWINGS.  STATED AND WRITTEN DIMENSIONS GOVERN.  THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD.  ANY DIFFERENCE
WHICH MAY BE FOUND SHALL BE SUBMITTED TO THE ARCHITECT FOR DECISION PRIOR TO ORDERING, MANUFACTURING, OR PROCEEDING WITH THE WORK.  DIMENSIONS
ARE NOT TO BE ADJUSTED WITHOUT APPROVAL OF THE ARCHITECTURE/ENGINEERING TEAM, UNLESS NOTED +/-.

2) INTERIOR HORIZONTAL DIMENSIONS ARE TO/FROM FINISH FACE OF GWB UNLESS OTHERWISE NOTED.  INTERIOR VERTICAL DIMENSIONS ARE FROM THE TOP OF SLAB
UNLESS OTHERWISE NOTED.  DIMENSIONS ARE NOT TO BE ADJUSTED WITHOUT APPROVAL OF THE ARCHITECTURE/ENGINEERING TEAM, UNLESS NOTED +/-.

3) LOCATED CONCEALED FRAMING, BLOCKING AND REINFORCEMENT TO SUPPORT THE INSTALLATION OF ITEMS INDICATED WITHIN THE DRAWINGS.  THE LOCATION OF
ALL CONCEALED BLOCKING IS TO BE DOCUMENTED AND DIMENSIONED IN A SHOP DRAWING AND SUBMITTED TO THE ARCHITECTURE/ENGINEERING TEAM FOR REVIEW.

4) ALL MATERIALS AND SYSTEMS SHALL BE INSTALLED AS PER MANUFACTURE’S SPECIFICATIONS AND ALL CONSTRUCTION SHALL BE INDUSTRY STANDARD OR BETTER.
THE ARCHITECTURE/ENGINEERING TEAM SHALL BE THE ULTIMATE JUDGE OF QUALITY.

5) ONLY NEW ITEMS OF RECENT MANUFACTURING AND FREE OF DEFECTS SHALL BE PERMITTED IN THE WORK UNLESS OTHERWISE NOTED.  REJECTED ITEMS SHALL BE
REMOVED IMMEDIATELY FROM THE WORK AND REPLACED WITH ITEMS OF QUALITY SPECIFIED @ NO COST TO THE OWNER.
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WORK PROCEEDING.

7) GENERAL CONTRACTOR SHALL COORDINATE, REVIEW SIZE AND LOCATION OF ALL SLAB PENETRATION, AND EQUIPMENT PADS WITH ARCHITECTURAL, STRUCTURAL,
MECHANICAL AND ELECTRICAL.

8) ALL DOORS ARE TO BE 4 INCHES FROM PERPENDICULAR, UNLESS OTHER WITH NOTED.
9) OFFICE PARTITIONS ARE TO BE CENTERED ON MULLION AND/ OR COLUMN UNLESS NOTED OTHERWISE.
10) PROVIDE BRACING AT ALL OFFICE AND PANTRY WALLS SCHEDULED TO RECEIVE WALL MOUNTED CABINTRY, SHELVING, DOOR HOLD-OPENS AND STOPS ETC. INCLUDING
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A B C

1) DO NOT SCALE DRAWINGS.  STATED AND WRITTEN DIMENSIONS GOVERN.  THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD.  ANY DIFFERENCE
WHICH MAY BE FOUND SHALL BE SUBMITTED TO THE ARCHITECT FOR DECISION PRIOR TO ORDERING, MANUFACTURING, OR PROCEEDING WITH THE WORK.  DIMENSIONS
ARE NOT TO BE ADJUSTED WITHOUT APPROVAL OF THE ARCHITECTURE/ENGINEERING TEAM, UNLESS NOTED +/-.

2) INTERIOR HORIZONTAL DIMENSIONS ARE TO/FROM FINISH FACE OF GWB UNLESS OTHERWISE NOTED.  INTERIOR VERTICAL DIMENSIONS ARE FROM THE TOP OF SLAB
UNLESS OTHERWISE NOTED.  DIMENSIONS ARE NOT TO BE ADJUSTED WITHOUT APPROVAL OF THE ARCHITECTURE/ENGINEERING TEAM, UNLESS NOTED +/-.

3) LOCATED CONCEALED FRAMING, BLOCKING AND REINFORCEMENT TO SUPPORT THE INSTALLATION OF ITEMS INDICATED WITHIN THE DRAWINGS.  THE LOCATION OF
ALL CONCEALED BLOCKING IS TO BE DOCUMENTED AND DIMENSIONED IN A SHOP DRAWING AND SUBMITTED TO THE ARCHITECTURE/ENGINEERING TEAM FOR REVIEW.

4) ALL MATERIALS AND SYSTEMS SHALL BE INSTALLED AS PER MANUFACTURE’S SPECIFICATIONS AND ALL CONSTRUCTION SHALL BE INDUSTRY STANDARD OR BETTER.
THE ARCHITECTURE/ENGINEERING TEAM SHALL BE THE ULTIMATE JUDGE OF QUALITY.

5) ONLY NEW ITEMS OF RECENT MANUFACTURING AND FREE OF DEFECTS SHALL BE PERMITTED IN THE WORK UNLESS OTHERWISE NOTED.  REJECTED ITEMS SHALL BE
REMOVED IMMEDIATELY FROM THE WORK AND REPLACED WITH ITEMS OF QUALITY SPECIFIED @ NO COST TO THE OWNER.

6) GENERAL CONTRACTOR SHALL VERIFY THAT NO CONFLICT EXIST IN LOCATIONS OF ANY AND ALL MECHANICAL, COMMUNICATION, ELECTRICAL, PLUMBING AND
SPRINKLER EQUIPMENT (INCLUDING ALL DUCTWORK, CONDUIT, PIPING, SPRINKLERS, AND STRUCTURAL MEMBERS) AND THAT CLEARANCES FOR INSTALLATION AND
MAINTENANCE OF THE ABOVE EQUIPMENT IS PROVIDED.  CONFLICTS BETWEEN ELEMENTS ARE TO BE REVIEWED WITH ARCHITECTURE/ENGINEERING TEAM PRIOR TO
WORK PROCEEDING.

7) GENERAL CONTRACTOR SHALL COORDINATE, REVIEW SIZE AND LOCATION OF ALL SLAB PENETRATION, AND EQUIPMENT PADS WITH ARCHITECTURAL, STRUCTURAL,
MECHANICAL AND ELECTRICAL.

8) ALL DOORS ARE TO BE 4 INCHES FROM PERPENDICULAR, UNLESS OTHER WITH NOTED.
9) OFFICE PARTITIONS ARE TO BE CENTERED ON MULLION AND/ OR COLUMN UNLESS NOTED OTHERWISE.
10) PROVIDE BRACING AT ALL OFFICE AND PANTRY WALLS SCHEDULED TO RECEIVE WALL MOUNTED CABINTRY, SHELVING, DOOR HOLD-OPENS AND STOPS ETC. INCLUDING

NIC, BO, BOF,AND RE ITEMS.
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1) DO NOT SCALE DRAWINGS.  STATED AND WRITTEN DIMENSIONS GOVERN.  THE GENERAL CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD.  ANY DIFFERENCE
WHICH MAY BE FOUND SHALL BE SUBMITTED TO THE ARCHITECT FOR DECISION PRIOR TO ORDERING, MANUFACTURING, OR PROCEEDING WITH THE WORK.  DIMENSIONS
ARE NOT TO BE ADJUSTED WITHOUT APPROVAL OF THE ARCHITECTURE/ENGINEERING TEAM, UNLESS NOTED +/-.

2) INTERIOR HORIZONTAL DIMENSIONS ARE TO/FROM FINISH FACE OF GWB UNLESS OTHERWISE NOTED.  INTERIOR VERTICAL DIMENSIONS ARE FROM THE TOP OF SLAB
UNLESS OTHERWISE NOTED.  DIMENSIONS ARE NOT TO BE ADJUSTED WITHOUT APPROVAL OF THE ARCHITECTURE/ENGINEERING TEAM, UNLESS NOTED +/-.

3) LOCATED CONCEALED FRAMING, BLOCKING AND REINFORCEMENT TO SUPPORT THE INSTALLATION OF ITEMS INDICATED WITHIN THE DRAWINGS.  THE LOCATION OF
ALL CONCEALED BLOCKING IS TO BE DOCUMENTED AND DIMENSIONED IN A SHOP DRAWING AND SUBMITTED TO THE ARCHITECTURE/ENGINEERING TEAM FOR REVIEW.

4) ALL MATERIALS AND SYSTEMS SHALL BE INSTALLED AS PER MANUFACTURE’S SPECIFICATIONS AND ALL CONSTRUCTION SHALL BE INDUSTRY STANDARD OR BETTER.
THE ARCHITECTURE/ENGINEERING TEAM SHALL BE THE ULTIMATE JUDGE OF QUALITY.

5) ONLY NEW ITEMS OF RECENT MANUFACTURING AND FREE OF DEFECTS SHALL BE PERMITTED IN THE WORK UNLESS OTHERWISE NOTED.  REJECTED ITEMS SHALL BE
REMOVED IMMEDIATELY FROM THE WORK AND REPLACED WITH ITEMS OF QUALITY SPECIFIED @ NO COST TO THE OWNER.

6) GENERAL CONTRACTOR SHALL VERIFY THAT NO CONFLICT EXIST IN LOCATIONS OF ANY AND ALL MECHANICAL, COMMUNICATION, ELECTRICAL, PLUMBING AND
SPRINKLER EQUIPMENT (INCLUDING ALL DUCTWORK, CONDUIT, PIPING, SPRINKLERS, AND STRUCTURAL MEMBERS) AND THAT CLEARANCES FOR INSTALLATION AND
MAINTENANCE OF THE ABOVE EQUIPMENT IS PROVIDED.  CONFLICTS BETWEEN ELEMENTS ARE TO BE REVIEWED WITH ARCHITECTURE/ENGINEERING TEAM PRIOR TO
WORK PROCEEDING.

7) GENERAL CONTRACTOR SHALL COORDINATE, REVIEW SIZE AND LOCATION OF ALL SLAB PENETRATION, AND EQUIPMENT PADS WITH ARCHITECTURAL, STRUCTURAL,
MECHANICAL AND ELECTRICAL.

8) ALL DOORS ARE TO BE 4 INCHES FROM PERPENDICULAR, UNLESS OTHER WITH NOTED.
9) OFFICE PARTITIONS ARE TO BE CENTERED ON MULLION AND/ OR COLUMN UNLESS NOTED OTHERWISE.
10) PROVIDE BRACING AT ALL OFFICE AND PANTRY WALLS SCHEDULED TO RECEIVE WALL MOUNTED CABINTRY, SHELVING, DOOR HOLD-OPENS AND STOPS ETC. INCLUDING

NIC, BO, BOF,AND RE ITEMS.
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GENERAL RCP NOTES

1. REFER TO ROOM FINISH SCHEDULE FOR CEILING HEIGHTS AND MATERIAL LOCATIONS.

2. PROVIDE GYPSUM WALL BOARD AND METAL STUD BULKHEADS WHERE CEILINGS OF DIFFERENT HEIGHTS ABUT. DO NOT BUILD BULKHEADS OF ACOUSTICAL CEILING MATERIALS
UNLESS SPECIFICALLY DETAILED.

3. REFER TO MECHANICAL DRAWINGS (M SERIES) FOR QUANTITY AND TYPE OF DIFFUSERS, RETURN AIR GRILLES, AND EXHAUST GRILLES. SCRIBE CEILING MATERIALS CAREFULLY
FOR A TIGHT FIT.

4. REFER TO ELECTRICAL DRAWINGS (E SERIES) FOR QUANTITY AND TYPE OF LIGHTS, SPEAKERS, DETECTORS, POWER OUTLETS, ETC. SCRIBE CEILING  MATERIALS CAREFULLY.
WHERE NO DEVICES ARE SHOWN ON PLANS, FEILD VERIFY LOCATION & QUANTITY OF DEVICES IN EXISTING CEILING. THESE DEVICES WILL BE RELOCATED TO THE NEW CEILING.

5. ALTHOUGH NOT SPECIFICALLY SHOWN, THE ENTIRE PROJECT HAS FIRE SPRINKLER HEADS IN CEILING. SCRIBE CEILING MATERIALS CAREFULLY FOR A TIGHT FIT.

6. REFER TO ROOM FINISH SCHEDULE FOR THE EXTENT OF GRID SYSTEM. REFLECTED CEILING PLANS SHOW TILE PATTERNS.

7. CONTRACTOR TO FIELD VERIFY EXTENT OF CEILING REPLACEMENT.  CONTRACTOR TO COORDINATE WITH ALL TRADES.

8. CEILING HEIGTHS ARE 10'-0" AFF. UNLESS NOTED OTHERWISE.

9. ALL CEILINGS ARE TO BE CENTERED IN SPACE UNLESS OTHERWISE NOTED.

10. RECESSED LIGHT FIXTURES ARE TO BE CENTERED IN THE CEILING TILE UNLESS OTHERWISE NOTED.

11. LIGHT FIXTURES, EXIT SIGNS AND OTHER CEILING ACCESSORIES ARE SHOWN FOR LOCATION ONLY.  SEE ENGINEERS DRAWINGS FOR SPECIFICATION OF LIGHTING, HVAC DIFFUSERS,
EMERGENCY LIGHTING,E XIT LIGHTS, POWER REQUIREMENTS, CIRCUITING, SWITCHING, AND ALL OTHER ASSOCIATED INFORMATION.

12. ALL DEVICES TO BE CENTERED IN HALLWAYS OR OPENINGS UNLESS OTHERWISE NOTED.

13. CONTRACTOR IS TO COORDINATE CEILING HEIGHTS WITH ALL MECHANICAL, PLUMBING, AND ELECTRICAL EQUIPMENT.  NOTIFY ARCHITECT IMMEDIATELY OF ANY CONFLICTS PRIOR
TO INSTALLATION.
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GENERAL RCP NOTES

1. REFER TO ROOM FINISH SCHEDULE FOR CEILING HEIGHTS AND MATERIAL LOCATIONS.

2. PROVIDE GYPSUM WALL BOARD AND METAL STUD BULKHEADS WHERE CEILINGS OF DIFFERENT HEIGHTS ABUT. DO NOT BUILD BULKHEADS OF ACOUSTICAL CEILING MATERIALS
UNLESS SPECIFICALLY DETAILED.

3. REFER TO MECHANICAL DRAWINGS (M SERIES) FOR QUANTITY AND TYPE OF DIFFUSERS, RETURN AIR GRILLES, AND EXHAUST GRILLES. SCRIBE CEILING MATERIALS CAREFULLY
FOR A TIGHT FIT.

4. REFER TO ELECTRICAL DRAWINGS (E SERIES) FOR QUANTITY AND TYPE OF LIGHTS, SPEAKERS, DETECTORS, POWER OUTLETS, ETC. SCRIBE CEILING  MATERIALS CAREFULLY.
WHERE NO DEVICES ARE SHOWN ON PLANS, FEILD VERIFY LOCATION & QUANTITY OF DEVICES IN EXISTING CEILING. THESE DEVICES WILL BE RELOCATED TO THE NEW CEILING.

5. ALTHOUGH NOT SPECIFICALLY SHOWN, THE ENTIRE PROJECT HAS FIRE SPRINKLER HEADS IN CEILING. SCRIBE CEILING MATERIALS CAREFULLY FOR A TIGHT FIT.

6. REFER TO ROOM FINISH SCHEDULE FOR THE EXTENT OF GRID SYSTEM. REFLECTED CEILING PLANS SHOW TILE PATTERNS.

7. CONTRACTOR TO FIELD VERIFY EXTENT OF CEILING REPLACEMENT.  CONTRACTOR TO COORDINATE WITH ALL TRADES.

8. CEILING HEIGTHS ARE 10'-0" AFF. UNLESS NOTED OTHERWISE.

9. ALL CEILINGS ARE TO BE CENTERED IN SPACE UNLESS OTHERWISE NOTED.

10. RECESSED LIGHT FIXTURES ARE TO BE CENTERED IN THE CEILING TILE UNLESS OTHERWISE NOTED.

11. LIGHT FIXTURES, EXIT SIGNS AND OTHER CEILING ACCESSORIES ARE SHOWN FOR LOCATION ONLY.  SEE ENGINEERS DRAWINGS FOR SPECIFICATION OF LIGHTING, HVAC DIFFUSERS,
EMERGENCY LIGHTING,E XIT LIGHTS, POWER REQUIREMENTS, CIRCUITING, SWITCHING, AND ALL OTHER ASSOCIATED INFORMATION.

12. ALL DEVICES TO BE CENTERED IN HALLWAYS OR OPENINGS UNLESS OTHERWISE NOTED.

13. CONTRACTOR IS TO COORDINATE CEILING HEIGHTS WITH ALL MECHANICAL, PLUMBING, AND ELECTRICAL EQUIPMENT.  NOTIFY ARCHITECT IMMEDIATELY OF ANY CONFLICTS PRIOR
TO INSTALLATION.
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GENERAL RCP NOTES

1. REFER TO ROOM FINISH SCHEDULE FOR CEILING HEIGHTS AND MATERIAL LOCATIONS.

2. PROVIDE GYPSUM WALL BOARD AND METAL STUD BULKHEADS WHERE CEILINGS OF DIFFERENT HEIGHTS ABUT. DO NOT BUILD BULKHEADS OF ACOUSTICAL CEILING MATERIALS
UNLESS SPECIFICALLY DETAILED.

3. REFER TO MECHANICAL DRAWINGS (M SERIES) FOR QUANTITY AND TYPE OF DIFFUSERS, RETURN AIR GRILLES, AND EXHAUST GRILLES. SCRIBE CEILING MATERIALS CAREFULLY
FOR A TIGHT FIT.

4. REFER TO ELECTRICAL DRAWINGS (E SERIES) FOR QUANTITY AND TYPE OF LIGHTS, SPEAKERS, DETECTORS, POWER OUTLETS, ETC. SCRIBE CEILING  MATERIALS CAREFULLY.
WHERE NO DEVICES ARE SHOWN ON PLANS, FEILD VERIFY LOCATION & QUANTITY OF DEVICES IN EXISTING CEILING. THESE DEVICES WILL BE RELOCATED TO THE NEW CEILING.

5. ALTHOUGH NOT SPECIFICALLY SHOWN, THE ENTIRE PROJECT HAS FIRE SPRINKLER HEADS IN CEILING. SCRIBE CEILING MATERIALS CAREFULLY FOR A TIGHT FIT.

6. REFER TO ROOM FINISH SCHEDULE FOR THE EXTENT OF GRID SYSTEM. REFLECTED CEILING PLANS SHOW TILE PATTERNS.

7. CONTRACTOR TO FIELD VERIFY EXTENT OF CEILING REPLACEMENT.  CONTRACTOR TO COORDINATE WITH ALL TRADES.

8. CEILING HEIGTHS ARE 10'-0" AFF. UNLESS NOTED OTHERWISE.

9. ALL CEILINGS ARE TO BE CENTERED IN SPACE UNLESS OTHERWISE NOTED.

10. RECESSED LIGHT FIXTURES ARE TO BE CENTERED IN THE CEILING TILE UNLESS OTHERWISE NOTED.

11. LIGHT FIXTURES, EXIT SIGNS AND OTHER CEILING ACCESSORIES ARE SHOWN FOR LOCATION ONLY.  SEE ENGINEERS DRAWINGS FOR SPECIFICATION OF LIGHTING, HVAC DIFFUSERS,
EMERGENCY LIGHTING,E XIT LIGHTS, POWER REQUIREMENTS, CIRCUITING, SWITCHING, AND ALL OTHER ASSOCIATED INFORMATION.

12. ALL DEVICES TO BE CENTERED IN HALLWAYS OR OPENINGS UNLESS OTHERWISE NOTED.

13. CONTRACTOR IS TO COORDINATE CEILING HEIGHTS WITH ALL MECHANICAL, PLUMBING, AND ELECTRICAL EQUIPMENT.  NOTIFY ARCHITECT IMMEDIATELY OF ANY CONFLICTS PRIOR
TO INSTALLATION.

ACOUSTICAL TILE CEILING

2' x 8' ACOUSTICAL TILE CEILING

GWB CEILING - PAINTED

EXPOSED CEILING

2' x 6' PREFERATED METAL
ACOUSTICAL CEILING TILE

FLUORESCENT INDUSTRIAL FIXTURE

PENDANT LIGHT FIXTURE

RECESSED LIGHT FIXTURE

SMOKE DETECTOR

SPEAKER

EXIT LIGHT

WALL WASHER

HVAC SUPPLY DIFFUSER

HVAC RETURN GRILLE

CLEAN ROOM LIGHT FIXTURE

CLEAN ROOM PENDANT LIGHT FIXTURE

OCCUPANCY SENSOR

DAYLIGHTING SENSOR

CLEAN ROOM HEPA FILTER

RCP SYMBOL LEGEND

1/
8"

 =
 1

'

12
3

0

3"
 =

 1
'

0
1

01 
1/

2"
 =

 1
'

1"
 =

 1
'

3
0

0
3

3/
4"

 =
 1

'
1/

2"
 =

 1
'

3
0

3/
8"

 =
 1

'

3
0

1
12

1/
4"

 =
 1

'

1
6

24
0

3
6

1
6

1
6

1
6

1
3

1

ILR,GPP,LNI, HEM

SCALE

ESHQ RISK LEVEL

FILENAME:

DWN. BY REV'D BY JOB NO. DWG. NO.

APP'D. BY BLDG. NO.

JOB TITLE

DATE ACCT. NO. SHEET    OF

DWG. TITLE

JOB NO. SHEET NO REVISION DATE DWN. APP'D. QA

INTERDISCIPLINARY
SCIENCE BUILDING

079872

UPTON, NEW YORK 11973
PLANT ENGINEERING DIVISION

UNITED STATES DEPARTMENT OF ENERGY
UNDER CONTRACT WITH

1101 King Street | Suite 400 | Alexandria, Virginia  22314−2944 | 703.518.8500

IT IS A VIOLATION OF LAW FOR ANY PERSON TO
ALTER THESE DOCUMENTS IN ANY WAY UNLESS
ACTING UNDER THE DIRECTION OF A LICENSED
PROFESSIONAL ENGINEER OR LICENSED
ARCHITECT.

ISSUE FOR BID 04/09/10

As indicated

C:\rvt\07987A-4152010-rcruz.rvt
4/15/2010 4:49:12 PM

RCP - PENTHOUSE FLR.
AREA B ALTERNATES

AC-103B.1

04/09/10

AC-103B.1

Approver

079872CheckerAuthor

 1/8" = 1'-0"1
PENTHOUSE AREA B (ALTERNATE #1)

 1/8" = 1'-0"2
PENTHOUSE AREA B (ALTERNATE #2)

 1/8" = 1'-0"3
PENTHOUSE AREA B (ALTERNATE #3)



FIRST
0"

SECOND
16' - 0"

PENTHOUSE
32' - 0"

ROOF
55' - 1 1/2"

5689101112131417 1516
7

GLASS CURTAIN
WALL SYSTEM

COMPOSITE
METAL PANEL
SYS. CLADDING

GLASS CURTAIN
WALL SYSTEM

GLASS CURTAIN
WALL SYSTEM

15.4

MECHANICAL UNIT
(SEE MECHANICAL
DWG)

13.6

GLASS SKYLIGHT

M
A

T
C

H
LI

N
E

 -
 F

O
R

 C
O

N
T

IN
U

A
T

IO
N

  S
E

E
:

2/
 A

-2
01

.1

MECH EQUIP (SEE MECH DWG)

MECH LOUVER

COMPOSITE MTL PANEL
SYS CLADDING

BUILT-IN GUTTER
SYS

GLASS RIBBON
WINDOW SYS

COMPOSITE MTL
PANEL SYS CANOPY

5.46.6

E1

E3

E4

14.9

HORIZONTAL LIFE LINE
TIE DOWN

FIRST
0"

SECOND
16' - 0"

PENTHOUSE
32' - 0"

ROOF
55' - 1 1/2"

12345

M
A

T
C

H
LI

N
E

 -
 F

O
R

 C
O

N
T

IN
U

A
T

IO
N

  S
E

E
:

1/
 A

-2
01

.1

GLASS CURTAINWALL
SYS (TYP)

BUILT-IN GUTTER

MECH LOUVER
SHADOW BOX, EX-11

ELEVATION MATERIALS LEGEND

FRITTED GLASS, EX-13/ EX-14

METALLIC METAL PANEL 1

METALLIC METAL PANEL 2

LIMESTONE

METAL SIDING 1

METAL SIDING 2

CMU (PAINTED)

STANDING SEAM METAL
ROOFING

PERFORATED METAL
SCREENING

GROUND FACE BLOCK

CLEAR GLASS, EX-11/ EX-18

METALLIC METAL PANEL 3

FIRST
0"

PENTHOUSE
32' - 0"

HG8

GLASS CURTAIN
WALL SYS

FIRST
0"

PENTHOUSE
32' - 0"

H G8

GLASS CURTAIN
WALL SYS

1/
8"

 =
 1

'

12
3

0

3"
 =

 1
'

0
1

01 
1/

2"
 =

 1
'

1"
 =

 1
'

3
0

0
3

3/
4"

 =
 1

'
1/

2"
 =

 1
'

3
0

3/
8"

 =
 1

'

3
0

1
12

1/
4"

 =
 1

'

1
6

24
0

3
6

1
6

1
6

1
6

1
3

1

ILR,GPP,LNI, HEM

SCALE

ESHQ RISK LEVEL

FILENAME:

DWN. BY REV'D BY JOB NO. DWG. NO.

APP'D. BY BLDG. NO.

JOB TITLE

DATE ACCT. NO. SHEET    OF

DWG. TITLE

JOB NO. SHEET NO REVISION DATE DWN. APP'D. QA

INTERDISCIPLINARY
SCIENCE BUILDING

079872

UPTON, NEW YORK 11973
PLANT ENGINEERING DIVISION

UNITED STATES DEPARTMENT OF ENERGY
UNDER CONTRACT WITH

1101 King Street | Suite 400 | Alexandria, Virginia  22314−2944 | 703.518.8500

IT IS A VIOLATION OF LAW FOR ANY PERSON TO
ALTER THESE DOCUMENTS IN ANY WAY UNLESS
ACTING UNDER THE DIRECTION OF A LICENSED
PROFESSIONAL ENGINEER OR LICENSED
ARCHITECT.

ISSUE FOR BID 04/09/10

As indicated

C:\rvt\07987A-4152010-rcruz.rvt
4/15/2010 4:38:09 PM

EXTERIOR ELEVATIONS -
ALTERNATE

A-201.1

04/09/10

A-201.1

Approver

079872CheckerAuthor

 1/8" = 1'-0"1
NORTH ELEVATION - ALTERNATE

 1/8" = 1'-0"2
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GENERAL NOTES:
1. SYSTEMS FURNITURE DRAWINGS BASED ON ALLSTEEL STRIDE AND
DNA WORKSTATION COMPONENTS.
2. 0-3A WORKSTATIONS ARE ELECTRIFIED WITH A 4-CIRCUIT/ 8-WIRE
SYSTEM.
3. PANELS WITH ELECTRICAL CAPABILITY ARE INDICATED ON THE
FURNITURE DWGS.
4. ALL PANEL HEIGHTS ARE 65 INCHES HIGH.
5. ARTICULATING KEYBOARD TRAYS ARE NOT INCLUDED.
6. KEY ALL LOCKS WITHIN A SINGLE WORKSTATION THE SAME.  LOCK
SETS WILL BE ASSIGNED AT RANDOM.  ALL WORKSTATIONS WILL BE
KEYED TO A MASTER.  MASTER KEY SHALL BE PROVIDED TO OWNER.
7. FURNITURE DEALER TO FIELD VERIFY ALL CRITICAL DIMENSIONS
OF AREAS WHERE FURNITURE IS TO BE INSTALLED.
8. GROMMET LOCATIONS TBV BY BNL.
9. PROVIDE VERTICAL WIRE MANAGERS FOR ALL SHELF LIGHT CORDS
AT DESKS AND WORKSTATIONS, IN FINISH TO MATCH FURNITURE.
10. SHELF LIGHTS TO INCLUDE ELECTRONIC BALLASTS', FLORESCENT
LAMPS AND 9' LONG POWER CORDS.  ALL SHELF LIGHTS TO BE
MOUNTED ONTO SERVICE MODULE, SHELVES, ECT.,
INSTALLATION SHALL NOT BE COMPLETE UNTIL ALL LAMPS AND
ELECTRIC OUTLETS ARE OPERATING.
11. REFER TO EP SERIES SHEETS FOR ELECTRICAL INFORMATION.
12. REFER TO ARCHITECTURAL DRAWINGS FOR BLOCKING IN WALL TO
ANCHOR WALL-HUNG COMPONENTS.  REFER TO DRAWINGS FOR
INSTALLATION DETAIL.
13. CONTACT HDR, NANCY WIGHTMAN 703.518.8500, IF THERE ARE
QUESTIONS REGARDING THE SPECIFICATIONS.
14. FURNITURE IS SHOWN FOR COORDINATION PURPOSES.  FURNITURE IS
INCLUDED IN ALTERNATE #5.

 SYMBOL KEY:

ELECTRIFIED SYSTEMS FURNITURE PANEL

   SYSTEMS FURNITURE PANEL-NOT ELECTRIFIED

  FURNITURE KEY:

     0-0   FURNITURE KEY CODE
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2 PERSON SHARED OFFICE TYPICAL O-2
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3 PERSON SHARED OFFICE TYPICAL 0-3
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1

PRIVATE OFFICE TYPICAL 0-1 1/4" = 1'-0"
4

TYPICAL 0-3A

 1 1/2" = 1'-0"
1A

0-1 ISOMETRIC VIEW

 1 1/2" = 1'-0"
2A

0-2 ISOMETRIC VIEW

 1 1/2" = 1'-0"
3A

0-3  ISOMETRIC VIEW

 1 1/2" = 1'-0"
4A

0-3A ISOMETRIC VIEW

0-3 TYPICALS INCLUDE ALL COMPONENTS SHOWN ABOVE; 3 24" D X 72" W  DESKS
WITH OVERHEAD STORAGE, 3 STORAGE PEDESTALS, AND THREE TASK CHAIRS.
0-3A TYPICAL IS A MODIFCATION SHOWN ON DETAIL 4.

0-2 TYPICALS INCLUDE ALL COMPONENTS SHOWN ABOVE; 2 30" D X 72" W
DESKS  WITH OVERHEAD STORAGE, 2 STORAGE PEDESTALS, 2 30" W FILE
CABINETS WITH SHELVES ABOVE, AND TWO TASK CHAIRS.
THE 0-2A TYPICAL IS A MODIFICATION OF THE 0-2 TYPICAL WITH ALL THE
SAME COMPONENTS EXCEPT ONE WORKSURFACE IS SIZED AT 30" D X 60" W.

0-1 TYPICALS INCLUDE ALL COMPONENTS SHOWN ABOVE.  AN L SHAPED
DESK WITH OVERHEAD STORAGE, LATERAL FILE CABINETS AND A TASK
CHAIR.

0-3A TYPICALS INCLUDE ALL COMPONENTS
SHOWN ABOVE.  2 24" D X 72" W WORK
SURFACES WITH OVERHEAD STORAGE
ATTACHED TO PANELS, 2 MOBILE PEDESTAL
FILES, AND 2 TASK CHAIRS.  CENTER PANEL IS
POWERED AS SHOWN.
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LEGEND

TYPE A-ROOM IDENTIFIER WITH REMOVABLE INSERT
TYPE B- ROOM IDENTIFIER WITH MULTIPLE REMOVABLE INSERTS
TYPE C- MEN'S RESTROOM
TYPE D-WOMEN'S RESTROOM
TYPE E- EMERGENCY EXIT PLAN
TYPE F- STAIR IDENTIFIER
TYPE G-INFORMATION- REMOVABLE INSERT
TYPE H- FLOOR IDENTIFIER-IN STAIRWELL
TYPE I-WORKSTATION IDENTIFIER WITH REMOVABLE INSERT
TYPE J- ELEVATOR IDENTIFIER
TYPE K- ROOM IDENTIFIER
TYPE L- DIRECTORY
TYPE M- UNISEX RESTROOM AND SHOWER
TYPE O- ROOM IDENTIFIER
TYPE P- EMERGENCY EXIT SIGN
TYPE Q- EMERGENCY EXIT DIRECTIONAL SIGN UP
TYPE R-  EMERGENCY EXIT DIRECTIONAL SIGN DOWN
TYPE S- FINAL EXIT SIGN
TYPE T- FIRE EXTINGUISHER SIGN

GENERAL NOTES:
1.TYPE R SIGNAGE SHALL BE PLACED WITHIN
EGRESS STAIRS  AT EACH CHANGE OF
DIRECTION.  TYPE Q SHALL BE MOUNTED 18"
A.F.F.. ARROWS ON SIGNS SHALL POINT IN
DIRECTION OF TRAVEL TOWARD FINAL EXIT.
SEE DETAIL 7/IS-300 FOR REFERENCE.
2.  TYPE P SIGNAGE SHALL BE LOCATED ON
DOORS EXITING INTO EGRESS STAIRS.  SIGN
SHALL BE MOUNTED 18" A.F.F. AND CENTERED
ON DOOR. SEE DETAIL 6/IS-300 FOR
REFERENCE.
3. TYPE S SIGNAGE SHALL BE MOUNTED 18"
A.F.F. ADJACENT TO FINAL EXIT IN EGRESS
STAIR.  ARROW SHALL POINT IN DIRECTION OF
TRAVEL.
4. SIGNAGE SHOWN IN STAIR TWO SHALL BE
PROVIDED FOR ALTERNATE #2.
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TYPE A-ROOM IDENTIFIER WITH REMOVABLE INSERT
TYPE B- ROOM IDENTIFIER WITH MULTIPLE REMOVABLE INSERTS
TYPE C- MEN'S RESTROOM
TYPE D-WOMEN'S RESTROOM
TYPE E- EMERGENCY EXIT PLAN
TYPE F- STAIR IDENTIFIER
TYPE G-INFORMATION- REMOVABLE INSERT
TYPE H- FLOOR IDENTIFIER-IN STAIRWELL
TYPE I-WORKSTATION IDENTIFIER WITH REMOVABLE INSERT
TYPE J- ELEVATOR IDENTIFIER
TYPE K- ROOM IDENTIFIER
TYPE L- DIRECTORY
TYPE M- UNISEX RESTROOM AND SHOWER
TYPE O- ROOM IDENTIFIER
TYPE P- EMERGENCY EXIT SIGN
TYPE Q- EMERGENCY EXIT DIRECTIONAL SIGN UP
TYPE R-  EMERGENCY EXIT DIRECTIONAL SIGN DOWN
TYPE S- FINAL EXIT SIGN
TYPE T- FIRE EXTINGUISHER SIGN

GENERAL NOTES:
1.TYPE R SIGNAGE SHALL BE PLACED WITHIN
EGRESS STAIRS  AT EACH CHANGE OF
DIRECTION.  TYPE Q SHALL BE MOUNTED 18"
A.F.F.. ARROWS ON SIGNS SHALL POINT IN
DIRECTION OF TRAVEL TOWARD FINAL EXIT.  SEE
DETAIL 7/IS-300 FOR REFERENCE.
2.  TYPE P SIGNAGE SHALL BE LOCATED ON
DOORS EXITING INTO EGRESS STAIRS.  SIGN
SHALL BE MOUNTED 18" A.F.F. AND CENTERED ON
DOOR. SEE DETAIL 6/IS-300 FOR REFERENCE.
3. SIGNAGE SHOWN IN STAIR TWO SHALL BE
PROVIDED FOR ALTERNATE #2.
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TYPE A-ROOM IDENTIFIER WITH REMOVABLE INSERT
TYPE B- ROOM IDENTIFIER WITH MULTIPLE REMOVABLE INSERTS
TYPE C- MEN'S RESTROOM
TYPE D-WOMEN'S RESTROOM
TYPE E- EMERGENCY EXIT PLAN
TYPE F- STAIR IDENTIFIER
TYPE G-INFORMATION- REMOVABLE INSERT
TYPE H- FLOOR IDENTIFIER-IN STAIRWELL
TYPE I-WORKSTATION IDENTIFIER WITH REMOVABLE INSERT
TYPE J- ELEVATOR IDENTIFIER
TYPE K- ROOM IDENTIFIER
TYPE L- DIRECTORY
TYPE M- UNISEX RESTROOM AND SHOWER
TYPE O- ROOM IDENTIFIER
TYPE P- EMERGENCY EXIT SIGN
TYPE Q- EMERGENCY EXIT DIRECTIONAL SIGN UP
TYPE R-  EMERGENCY EXIT DIRECTIONAL SIGN DOWN
TYPE S- FINAL EXIT SIGN
TYPE T- FIRE EXTINGUISHER SIGN
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R GENERAL NOTES:
1.TYPE R SIGNAGE SHALL BE PLACED WITHIN
EGRESS STAIRS  AT EACH CHANGE OF
DIRECTION.  TYPE Q SHALL BE MOUNTED 18"
A.F.F.. ARROWS ON SIGNS SHALL POINT IN
DIRECTION OF TRAVEL TOWARD FINAL EXIT.  SEE
DETAIL 7/IS-300 FOR REFERENCE.
2.  TYPE P SIGNAGE SHALL BE LOCATED ON
DOORS EXITING INTO EGRESS STAIRS.  SIGN
SHALL BE MOUNTED 18" A.F.F. AND CENTERED ON
DOOR. SEE DETAIL 6/IS-300 FOR REFERENCE.
3. SIGNAGE SHOWN IN STAIR TWO SHALL BE
PROVIDED FOR ALTERNATE #2.
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