Beam commissioning of the RFQ for the RHIC-EBIS project

M. Okamura, J. Alessi, E. Beebe, V. Lodestro, A. Pikin, J. Ritter
Brookhaven National Laboratory, Upton, NY, USA

J. Tamura
T.I. Tech, Tokyo, Japan

T. Kanesue
Kyushu University, Fukuoka, Japan

A. Schempp, J. Schmidt, M. Vossberg
IAP, Frankfurt, Germany

Presented at the Particle Accelerator Conference (PAC09)
Vancouver, B.C., Canada
May 4-8, 2009

Collider-Accelerator Department
Brookhaven National Laboratory
P.O. Box 5000
Upton, NY 11973-5000
www.bnl.gov

Notice: This manuscript has been authored by employees of Brookhaven Science Associates, LLC under Contract No. DE-AC02-98CH10886 with the U.S. Department of Energy. The publisher by accepting the manuscript for publication acknowledges that the United States Government retains a non-exclusive, paid-up, irrevocable, world-wide license to publish or reproduce the published form of this manuscript, or allow others to do so, for United States Government purposes.

This preprint is intended for publication in a journal or proceedings. Since changes may be made before publication, it may not be cited or reproduced without the author's permission.
DISCLAIMER

This report was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor any agency thereof, nor any of their employees, nor any of their contractors, subcontractors, or their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or any third party's use or the results of such use of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof or its contractors or subcontractors. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof.
BEAM COMMISSIONING OF THE RFQ FOR THE RHIC-EBIS PROJECT

J. Tamura, T.I.Tech, Tokyo, Japan, T. Kanesue, Kyushu Univ. Fukuoka, Japan
A. Scheppp, J. Schmidt, M. Vossberg, IAP, Frankfurt, Germany

Abstract

Beam commissioning of a new 4-rod RFQ has started at Brookhaven National Laboratory (BNL). The RFQ will accelerate intense heavy ion beams provided by an Electron Beam Ion Source (EBIS) up to 300 keV/u. The RFQ will accelerate a range of Q/M from 1 to 1/6, and the accelerated beam will be finally delivered to the Relativistic Heavy Ion Collider (RHIC) and NASA Space Radiation Laboratory (NSRL). The first beam was successfully accelerated and the bunch structures of He+ and Cu10+ beams were measured. The further beam tests are in progress.

INTRODUCTION

At BNL, a new intense heavy ion pre-injector system is being built [1,2]. The pre-injector consists of an electron beam ion source, an RFQ and an inter-digital H structure (IH) linear accelerator (linac). Both the RFQ and the IH-linac are designed and fabricated by IAP, Frankfurt University [3].

The new EBIS can provide up to several mA of highly charged heavy ions from He to U. To obtain the desired charge states of the ions, the confinement time in the electron beam trap can be adjusted. Also, the beam pulse duration can be varied by changing the electric field shape along the beam trap during ion extraction. The EBIS can provide high current beams with great flexibility in ion species, charge states, beam current and pulse length.

Table 1: Design Parameters of the RFQ

<table>
<thead>
<tr>
<th>Parameter</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Frequency</td>
<td>100.625 MHz</td>
</tr>
<tr>
<td>Input energy</td>
<td>17 keV/u</td>
</tr>
<tr>
<td>Output energy</td>
<td>300 keV/u</td>
</tr>
<tr>
<td>Mass to charge ratio</td>
<td>6.25</td>
</tr>
<tr>
<td>Beam current</td>
<td>10 mA</td>
</tr>
<tr>
<td>Outp trans. emittance 90%</td>
<td>0.38 π mm mrad</td>
</tr>
<tr>
<td>Output long. emittance 90%</td>
<td>220 deg keV/u</td>
</tr>
<tr>
<td>Transmission</td>
<td>98%</td>
</tr>
<tr>
<td>Electrode voltage</td>
<td>70 kV</td>
</tr>
<tr>
<td>RFQ length</td>
<td>3.1 m</td>
</tr>
<tr>
<td>Cell number</td>
<td>189</td>
</tr>
</tbody>
</table>

The basic design parameters of the RFQ are listed in Table 1. The RFQ and the IH-linac will be aligned on the EBIS beam axis without an analyzer magnet. As a result, un-desired charge state ions and other species like hydrogen will be injected to the RFQ simultaneously, and some neighboring charge state ions could be accelerated through the end of the linac chain. A bending section just before the booster ring will finally filter the beams.

We are investigating the output beam quality of the RFQ and will try to understand the effect of the unwanted charge state beams on the selected main beam.

LOW POWER TEST

The RFQ was delivered to BNL in the fall of 2008. At first the RF properties were measured by a network analyzer. The loaded Q value was 2100. The RFQ has two identical tuners as shown in Fig. 1 and an overall tuning range was confirmed as from 100.574 MHz to 100.761 MHz.

Figure 1: Frequency tuners and RFQ vanes.

To accelerate various high current beams from the EBIS, the 4 rod RFQ will be used. The RF power will be adjusted over a wide range for acceleration of charge to mass ratio which is from 1/2 for He2+ to 1/6.25 for Au12+.

Figure 2: Field distribution measurement.

The field strength distribution along the beam axis was measured using a frequency perturbation method. The balance of the quadrupole field was not measured since it was difficult to place a dielectric material properly to each
gap between electrodes. A relatively large ceramic block, 25 mm x 25 mm x 37 mm was placed at the mid points between stems on the vanes as shown in Fig. 2 and the induced frequency change was recorded.

Figure 3: Field distribution along the beam axis.

Figure 3 shows the field strength distribution. The deviation was within ± 2.7 %. When the two tuners travel same length, we did not observe obvious changes in the distribution. An extreme case is shown in the figure. The numbers on the horizontal axis correspond to the position of the ceramic block indicated in Fig. 1.

HIGH POWER TEST

The cavity was commissioned with a 300 kW RF amplifier which is usually used for another existing RFQ. We started to feed RF at low power and gradually increased it, keeping the cavity vacuum better than 10⁻⁷ Torr. It took about a half day to achieve 150 kW which is 30 % higher value than the planned power for Au²⁺. While we increased the RF power, we didn’t observe any discharges in the cavity. The repetition rate and pulse duration were 10 Hz and 100 μs respectively. The measured x-ray was 35 μrem/h at 150 kW of input power. We plan to measure the energy of the x-rays to identify the intervane voltage.

BEAM TEST

In January 2009, the first beam was accelerated through the RFQ. He¹⁰¹ beam was provided from the Test EBIS source which has a half length of the electron trap of the RHIC EBIS. Between the RFQ and the source, a ceramic acceleration column, a LEBT chamber with a gridded einzel lens, and a pulsed focusing solenoid were installed. To tune the input beam emittance to the RFQ, electrostatic deflectors and the solenoid were used. The injection beam line is shown in Figs. 4 and 5.

---

Figure 4: Photo of the beam line.

Figure 6 shows the accelerate beam currents measured by a Faraday cup which was installed just after the RFQ. The input current was 1.2 mA at a current transformer before the focusing solenoid. In addition to He¹⁺, the current could contain He²⁺ and hydrogen. The vane voltage was scanned by changing the RF power. The black curve in Fig. 5 b corresponds to the design condition of the RFQ. Unfortunately the bandwidth of the measuring system was not high enough to measure accurate bunch structure, however, we observed clearly bunched shape above the design vane voltage region. He²⁺ and Cu⁶⁺ beam were also tested and the bunched beams detected.

---

Figure 6a: Measured current after the RFQ at lower RF power.
Figure 6b. Measured current after the RFQ at higher RF power.

Figure 7: Beam pulse profiles.

In Fig. 7, the black line shows a macro pulse structure of the accelerated He$^{15+}$ beam current. The red line is the signal from a current transformer before the RFQ. The both signal might contain He$^{25+}$ and H$^+$ ions.

**BEAM ANALYSIS TEST**

Since multi charged ions are simultaneously accelerated in the RFQ, it is difficult to examine detailed beam quality and the transmission efficiency of each beam. In addition, to optimize many operation parameters including the EBIS source itself and electrostatic devices before the RFQ, a completely separated single charged beam should be monitored after the RFQ. For these purposes, we are assembling an analyzing beam line. The schematic view is shown in Fig. 8.

The first three quads are defocusing and the last two quads are focusing. The dipole magnet has a round shape pole which is 40 cm in diameter and can induce up to 1 T for Au$^{32+}$. The beam line is close to the completion.

**SUMMARY**

The RFQ for the RHIC EBIS was fabricated. The RF properties and the high power tests showed good results. Beam tests using He and Cu were carried out and the accelerated bunch structure was observed. To investigate the accelerated beam quality, further beam study is scheduled using the analyzing beam line.

**REFERENCES**

